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PERMIT TO OPERATE AN INSTALLATION

Pollution Prevention And Control Act 1999
The Environmental Permitting (England and Wales) Regulations 2007, S1'3538

Woalverhampton City Council (“the Council”) has determined the transfer application by
Murco Petroleum Limited (“the company”), whose registered office is at;

4 Beaconfisfield Road St. Alhans Hertfordshire AL1 3RH, and hereby permit the
company to operate an instailation, defined in Chapter 1, Section 2 Part B {d) of S¢hedule
1 of §1 3538: 2007 (as amended), at Bilston Service Statlon, 120 Willenhall Road,
Bilston, Wolverhampton WV14 6NP in accerdance with the conditions set out in the
attached scheduls and described in the attached appendices.

Dated this .[_{ .. day of ...... SUAL. ... 20.09

Chief Regulatory Servnces Oﬂ“cer o
(the Officer appointed for this purpose)
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SCHEDULE
Conditions
Procedures
1. Vapours displaced by the delivery of petrol into storage installations at service

stations shall be returned through a vapour tight connection line to the mobile
container delivering the petrol. Unloading operations may not take place
unless the arrangements are in place and properly functioning, subject to
conditions 3, 4 and 5.

2. Effective preventative maintenance should be employed on all aspects of the
installation including all plant, buildings and the equipment concerned with the
control of emissions to air. In particular:

A written maintenance programme should be provided to the regulator with respect
to pollution control equipment; and
» Arecord of such maintenance should be made available for inspection.

3. All reasonably practicable steps shall be taken to prevent uncontrolled leaks of
vapour from vents, pipes and cennectors fram occurring. The Council shall be
advised without delay of the gircumstances of such a vapour leak if there is
likely to be an effect on the local community, and in all cases such a vapour
leak shall be recorded in the log book as required under condition 23.

4, The operator shall advise the Council of the corrective measures to be taken
and the timescales over which they will be implemented in the event of a
vapour leak described in conditiori 3.

5. Instances of vapour lock shall be recorded in the log book ahd, under the
circumstances detailed in condition 3, be advised to the Council.

6. The procedures in conditions 2 to 5 inclusive shall be reviewed in light of any
medifications which occur to the facilities. The council shall be advised of any
proposed alteration in operating procedurgs.

7. The number of taihker compartments being discharged simultaneously shall
not exceed two, excluding the diesel compartment(s), unless the diesel
compartment is included in the vapour recovery systein. .

8. The connection points on the tank filling pipes and vapour feturn pipe shall be
fitted with secure seals to reduce vapour leaks when not in active use. If
apertures are provided on storage. tanks for the use of a dip stick, these shali
be securely sealed when not in active use.
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9. The fittings for delivery and vapout return pipes $hall be different to prevent
mis-connection.

10.  Petrol storage tank vent pipes shall be fitted with a pressure vacuum relief
valve or ofher device fo minimise vapour loss duting unloading and storage of
petrol. The pressure vacuyum relief valve shall be sized arid weighted to
prevent vapour loss, (except when the storage tanks are subject to potentially
hazardous pressurisation).

Deliveries

11.  When connecting hoses prior to delivery, the vapour return hose shall be
connected before any delivery hose. The vapour réfurn hose shall be
connected by the road tanker end first, and then at the storage tank end.

12. Adjacent to each vapour return connection point for the storage tank, there
shall be a clearly legible and durable. notice instructing "Connect vapour return
line before off loading ™ or similar wording. The sign shall also refer to the
maximum number of tanker compartments which may be unloadéed
simultaneously in accordance with condition 7.

13.  If dip testing of storage tanks or road tanker compartments is performed
before delivery, the dip openings shall be securely sealed prior to the delivery
taking place.

14. Road tanker compartment dip testing shall not be performed whilst the vapour
hose is connected.

15, A competent persen shall remain near the tanker 4nd keep a constant watch
on hoses and connections during unloading.

16.  All road tanker compartment vént and discharge valves shall be ¢losed on
" completion of the delivery.

17.  On completion of unleading the vapour hose shall not be disconnected. until
the delivery hiose has beén discharged and disconnected. The delivery hose
shall be disconnected at the storage tank end first.

18.  All connection points shall be securely sealed after delivery.

19,  If the storage tanks or'road tankef compartments are dippied after delivery, the
dip openings shall be securely sealed after dip testing.

20.  Manhole entry points to storage tanks shall be kept securely sealed except
when maintenance and testing are being carried out which require entry to the
tank. - .
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Testing

21.  Petrol delivery and vapour return lines shall be tested in accordance with the
schedule provided at least once every three years for vapour containment
integrity.

22.  Pressure vacuum relief valves or any other such device on petrol storage
tanks shall be checked for correct functioning, including extraneous matter,
seating and corrosion at least once every three years.

23.  The operator shall maintain a log book at the installation incorporating details
of all maintenance, examination and testing, inventory checking, installation,
and repair work carried out, along with details of fraining given to eperating
staff at the service station. The log book shall also detail any suspected
vapour leak together with action taken to deal with any leak, in accordance
with Conditiens 3, 4 and 5.

24, Venting of the petrol vapour shall be through the vent pipes shown in the
application only.

General

25.  Vent pipes shall discharge not fess than 5m above ground, nor within 3m of
any opening windows or ventilation air inlets.

26. At all times whilst this permit is in force a copy shall be posted at the
installation so as to be conveniently read by persons having duties which are
or may be affected by the matters set out in this permit.

27.  The company shall supply on demand and without charge a copy of all or part
of the records kept in accordance with this permit as the Council may
require.

28. In relation to this permit any reference to the Council shall mean
Wolverhampton City Council. In addition any information shall be sent to :-

Wolverhampton City Council
Regeneration and Environment
Regulatory Services

Civic Céntre

St Peters Square
Wolverhampton

WV1 1DA
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Appendix 1
Description of Installation

Appendix including the description of the installation operated by:
Murge Petroleum Limited

At:  Bilston Setrvice Station
120 Willenhall Road
Bilston
Wolverhampton
WV14 6NP

Deseription of Installation

The unloading of pefrol into stationary storage tanks at a service station with five
storage tanks.

Best Avallable Techhiques (BAT)

There is an implied duty on the operator fo use the best available techniques {BAT) to
prevent or reduce émissions that are not covered by specific permit conditions.

Guidance on the definition and meaning of BAT can be found in the Secyetdry of Stafe's
Guidance:- General Guidance Manual on Policy and Procedurgs for A2 and B
Installations ISBN 0-85521-028-1.

The manyal Is available -6n .thg_ DEFRJ’A"Web‘site at-
www.defra.gov.uk/environmentippe/manual/lappc_manual.pdf

of alternatively it can be obtained from:
Defta Publications

Admail 6000

London

SW1A 2XX

Tel: (08459 556000

Appendix 2

Site and [ocation of the installation as farked in réd en the attached plan:
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