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Environmental 
Permit ref. no: B/3.5/220 

PERMIT TO OPERATE AN INSTALLATION: 
 
Pollution Prevention and Control Act 1999 
 
Environmental Permitting (England and Wales) Regulations 2016 (as amended) 
SI 1154  
 
Permit ref. no:  
 
B/3.5/220 
 
Name and address of operator (A) permitted to operate the installation: 
 
Hilton Main Construction Ltd 
Sneyd Cottage, Sneyd Lane, Bloxwich, Walsall , WS3 2LT  

 
Address of permitted installation (B):  
 

    Hilton Main Construction Ltd, Watery Lane Wolverhampton. WV13 3SU 
 
Conditions:  
The operator (A) is permitted to operate the activities listed in Part 2 of Schedule 1, 
Chapter 3, Section 3.5 Part B (c, d and e) of  the Environmental Permitting Regulations 
2016 (As amended) SI 1154, at the installation (B) subject to the attached conditions.  
 
The boundary of the permitted activity site is shown outlined in red on the site plan in 
Appendix 1 to this permit. 
 
 
 
Dated this 12th day of December 2024  
 
 

(Signed*)  
Chris Melia 
Senior Environmental Health Officer 
Commercial Regulation (Environmental Protection) 
Resident Services 
(*the Officer appointed for this purpose) 
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Status Log 

Date  Activity  Reference Number  

12/12/2024 Permit issued  B/3.5/220 

  

 

 

Description of the Permitted Activity  

 
The activity permitted involves the import of utility construction material from external sites 

to the installation site, and composes mainly of bricks, tiles and concrete and other materials, 

in the form of reclaimed tarmac. These are subsequently crushed and screened using 

mobile plant using the equipment specified below that are designated  for usage at the 

installation site only, and therefore are not utilised at mobile locations.  

 

Plant  Serial number Plant type 

 

Crushing Unit 

 

RM70GO-0237 

 

Rubblemaster RM70G0! 

 

Screening Unit 

 

DF410-0200 

 

Anaconda DF410 

 

The units are used together with other plant including, excavators, front end loaders, back 

actors, loading shovels and dump trucks which feed material to the units and move pre-and 

post-processed materials into allocated storage bays. 

 

 This permit does not regulate the crushing, screening or size reduction of brick, tiles or 

concrete where an Environment Agency Waste Operation Permit is in place for a site and, 

the crushing and screening equipment also processes other waste covered by the Waste 

Operation Permit. 

 

Screening Units:  

 

Screening of crushed materials takes place using plant sometimes known as “powergrids”, 

each consisting of a feed hopper which supplies material to a screen box. Various sizes and 

numbers of screens may be fitted in the screen box and the various screened size fractions 

fall either onto a conveyor belt which delivers material forward or to the side of the unit into 

stock piles or for further screening, or they fall from the unit forming a stockpile immediately 

adjacent to the unit. Materials are delivered to the screening unit feed hopper either by 

loading shovel or by conveyor from a crusher.  

 

The installation also operates a roadstone coating process as a Schedule 1 part 2 Chapter 

3 Section 3.5 Part b(e) activity, involving the reheating of asphalt plannings in 2 VEB 10000 

hot asphalt recycling units, manufactured and supplied by RSL Fabrication Ltd with the 

following serial numbers.  
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Plant  Serial number Plant type 

 

VEB 

10000 

 

VEB10000HILTONMAIN01TM20 

 

Roadstone Coating Plant  

 

VEB 

10000 

 

 

VEB10000HILTONMAIN02TM20 

 

Roadstone Coating Plant 

 

 

Waste plannings are imported from the operators external highway undertakings to the 

installation site, and unloaded into storage bays.  

 

Materials containing coal tars are not to be processed in the recycling unit and testing is 

undertaken to establish conformity.   

 

Plannings are screened for binder content and stiffness to produce a range of gradings 

suitable for use in the production of surface coating materials.  

 

The 2 VEB 1000 asphalt recycling units consist each of a 10 tonne capacity rotating steel 

drum mounted on a moveable chassis with a diesel fired burner at the open end of the drum, 

and exhaust stack at the closed end. Plannings are loaded into a ground feed hopper that 

distributes onto a conveyor that elevate the plannings to the top of the conveyor ultimately 

fed to the mixing drum. The drum is fitted with internal steel plates to enable mixing. A belt 

scraper is fitted to the top of the conveyor with the remaining deposits are pushed to ducting 

which drop into a ground floor bin that is recirculated into the feedstock. SM150 base oil is 

currently stored in individual plastic 1000 litre IBC’s and gravity fed into the drum to aid the 

fixing materials and heated to a temperature of 300C. There is an intention to store the base 

oil in a larger double skinned tank, but at the current time there are no silos heated or 

unheated used at the installation. 

 

Control of the drum rotation speed and temperature minimises emissions of particulate and 

odour and is supplemented with a cyclone to control particulate matter emissions. There are 

no other forms of abatement plant provided.   

 

The subsequent roadstone coating is loaded into a vehicle for either off site delivery or stored 

on site in a covered hot box. 

 

 
 
End of permitted activity description. 
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Permit Conditions 
 

1.0     The Permitted Activity  

 
1.1 The permitted activity shall be comprised of the activities and associated activities 

specified in Table 1.1 
 
 

Table 1.1 

 

Activity listed in Schedule 1 of 

EP Regulations or Associated 

Activity 

Description of specified activity 

Directly Associated Activity – 
Handling and storage of raw 
materials 

Handling of all raw materials including receipt 
through to sending material via a designated 
process route. 

Part 2 of Schedule 1, Chapter 
3, Section 3.1 Part B (c) 
 

The crushing, grinding or other size reduction, with 
machinery designed for that purpose, of bricks, tiles 
or concrete. 

Part 2 of Schedule 1, Chapter 
3, Section 3.1 Part B (d) 

Screening the product of any activity described in 
paragraph (c). 

Part 2 of Schedule 1, Chapter 
3, Section 3.1 Part B (e) 

Coating road stone with tar or bitumen. 

Directly Associated Activity - 
Handling of waste materials 

Handling of all residues and waste materials prior to 
removal from the site of the permitted activity. 

 
Permit Conditions 
 

1.0 Asbestos 

 

1.1 Asbestos shall not be crushed or screened. 

 

2.0 Emissions and monitoring 

 

2.1 No visible particulate matter shall be emitted beyond the installation boundary. 

 

2.2 The emission requirements and methods and frequency of monitoring set out in Table 1 

shall be complied with.   
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Table 1 – Emission Limits, monitoring and other provisions 
 

Row Substance Source  Emission 
concentration 
limits 

Type of 
monitoring 

Monitoring 
frequency 

Whole site and all authorised emission Points 

1 Visible 
Emissions  

Site  No visible 
emissions to 
cross site 
boundary  

Operator 
Observations  

Once per day  
 

2 Visible 
Emissions 

All authorised 
emission Points 

No abnormal 
emission     

Operator 
Observations 

Once per day 

3 Droplets, 
persistent 
mist, 
fume and 
smoke 

All emissions to 
air (except steam 
and condensed 
water vapour) 

No droplets, no 
persistent mist, 
no persistent 
fume, 
 
No visible 
smoke except 
during start up 
of individual 
plant items, and 
then no darker 
than 
Ringelmann 1 

Visual Observations On start-up 
and on 
at least two 
more 
occasions 
during 
the working 
day 
 

Roadstone Coating Plant  

4 Particulate 
Matter 
 

Since 1 July 
2004: new 
roadstone coating 
plant, and 
roadstone coating 
plant with new or 
replacement 
arrestment 
equipment 

 
50mg/m3 

 

  
EITHER: 
Periodic, quantitative, 6 monthly 
 
OR: 
 
Periodic, quantitative, annual 
monitoring; plus continuously 
recorded filter leak 
Monitoring 

5 Odour  Odour emissions 
from contained 
and fugitive 
sources  

Free from 
offensive odour 
at any location 
at or beyond site 
boundary.  

Olfactory 
assessment down 
wind of site 
boundary 

Daily  

6 Sulphur 
dioxide 

All activities using 
heavy fuel oil or 
other residual 
type/comparable 
Quality Protocol 
Processed Fuel 
Oil 

1% wt/wt 
sulphur in fuel 

Sulphur content of fuel is regulated 
under the Sulphur Content of Liquid 
Fuels Regulations 
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7 Sulphur 
dioxide  

All activities using 
gas oil/ 
comparable 
Quality Protocol 
Processed fuel 

Oil 

0.1% wt/wt 
sulphur in fuel  
 
 

Sulphur content of fuel is regulated 
under the Sulphur Content of Liquid 
Fuels Regulations 

Activities burning bio-fuels should have a limit set for sulphur in fuel 
Activities burning waste oil not covered by the quality protocol processed fuel oil must comply with 
the Waste Incineration Directive (WID). 
  

Silos 

8 Particulate 
matter 

Silo inlets and 
outlets 

Designed to 
emit less than 
10mg/m3 
No visible 
emission 

 

Operator/driver 
observations  
Record start and 
finish Times 

Every 
delivery 

Arrestment plant not serving silos or roadstone coating plant 

 

9 Particulate 
matter 

Arrestment 
equipment with 
exhaust flow 
>300 m3/min: 
(see note a) 

Designed to 
achieve 50 
mg/m3 

Recorded filter leak 
monitoring 

Continuous 

10 Particulate 
matter 

Arrestment 
equipment with 
exhaust flow 
>100 m3/min: 
(see note a) 

Designed to 
achieve 50 
mg/m3 

Filter leak monitoring 
to demonstrate that 
the arrestment 
equipment is 
functioning correctly 

Continuous 

11 Particulate 
matter 

Arrestment 
equipment with 
exhaust flow 
=/<100 m3/min 
(see note a) 

No visible 
emission 

Operator 
observations 
 
OR 
 
Filter leak monitoring 
to show that the 
equipment 
is functioning 
correctly 

At least daily 
 
 
 
 
Continuous 

Notes 
*All periodic monitoring results shall be checked by the operator on receipt and sent to the Council within 8 weeks of the 
monitoring being undertaken.* 
(a) - Where the plant is discharging to the external atmosphere. 
(b) The reference conditions for limits in Table 1 are: 273.1K, 101.3kPa, without correction for water vapour content. 
(c) All periodic monitoring shall be representative, and shall use standard methods. 
(d) The emission limits do not apply during start-up and shut down. All emissions shall be kept to a minimum during these 
periods. 
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2.3 The operator shall notify the local enforcing authority as well as City of Wolverhampton 

Council, of any emission likely to have an impact on the local neighbourhood.  

 

2.4 All plant and equipment capable of causing, or preventing, emissions and all monitoring 

devices shall be serviced, calibrated  and maintained in accordance with the 

manufacturer’s instructions.  Records shall be kept of such maintenance in accordance 

with condition 9.1 

 

2.5 There shall be no offensive odour detected over the boundary of the permitted     

      activity site by an authorised officer of the Council. Where odour is detected over the  

      boundary of the permitted activity site the requirements of conditions 2.7 of this permit  

      shall be complied with.  

 

2.6  During olfactory monitoring undertaken to demonstrate compliance with permit condition       

2.5, the permitted activity shall be operated under normal conditions and at full capacity. 

 

2.7 When the operator becomes aware of odour problems originating from the permitted 

activity, the activity shall be assessed for emissions of odour to air once per day / shift 

for a period of at least 5 minutes. The olfactory assessment shall be made from points 

on the activity boundary where odour emissions are most likely to be detected taking 

into account the wind direction, wind speed, source of odour and location of receptors, 

by a responsible person who has been instructed to carry out these duties. A record of 

all olfactory observations shall be maintained in accordance with Condition 9.1 

  

 The records shall include a subjective assessment of the nature and severity of any 

odour detected, the location of the assessment, the wind direction and strength, weather 

conditions, likely source of emissions to air, details of any corrective action taken and 

the identity of the person making the record.  

 

 The Council shall be notified as soon as practicable if odour emissions are detected 

which may contravene any condition of this Permit and immediate action shall be taken 

to determine the cause of the emission and complete corrective action to prevent or 

minimise further emissions. 

 

 

3.0 Asphalt Coal Tars  

 

3.1 Recycled asphalt containing coal tars shall be : 

• Identified and stored separately from other recycled asphalt 

• Processed using only cold methods. 
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4.0 Aggregates Delivery and Storage 
 
4.1 Crushed and screened dusty materials shall be subject to suppression and management 

techniques to minimise dust emissions so as to comply with condition 2.1 and 2.2  

 

4.2  Dusty materials, including dusty wastes, shall only be stored in three side storage bays 

and located as per Site Layout Plan, Appendix II of this Permit and shall be subject to 

suppression and management techniques to minimise dust emissions 

 

5.0 Crushers and screening units  
 
5.1 Crushers and screening units shall be fitted with a water suppression system over the 

crusher aperture. 

 

5.2 Water shall be used as a method of dust suppression where it is necessary to meet the 

emission requirements of this permit. In such circumstances, if water of the required 

pressure is not available for use on the suppression system, then the permitted activity 

shall not operate 

 

5.3 Deposits of dust on external parts of the plant shall be cleaned off at the end of each   

working day in order to minimise the potential for wind entrainment. 

 

5.4 Processed materials likely to generate dust shall be conditioned with water prior to 

internal transfer. 

 
5.5 The operator shall submit to this department, any changes to the list of permitted plant. 

The plant new to the list shall not be used until the regulator has approved the alteration 

to the list of permitted plant. 

 

 
6.0 Belt conveying 
 
6.1 All dusty materials, including wastes, shall be conveyed using water suppression 

systems. Where emissions are observed which exceed or are likely to exceed the 

emission limit in Table 1, belt enclosures shall be used. All transfer points shall be fitted 

with water suppression feeds.  

 

 

7.0 Loading, unloading and transport 
 
7.1 No potentially dusty materials (including wastes) or finished products shall arrive on or 

leave the site other than by use of covered skips/ waggons.  
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8.0 Roadways and transportation 

 

8.1 All areas where there is regular movement of vehicles shall have a consolidated surface 

capable of being cleaned, and these surfaces shall be kept clean and in good repair,or 

shall be kept wet. Quarry haul roads are excluded from this provision. 

 

8.2 Vehicles shall not track material from the site onto the highway. 

 
9.0 Records and training 
 
9.1. Written or computer records of all tests and monitoring shall be kept by the operator for 

at least 24 months. The records and a copy of all manufacturers’ instructions referred to 

in this permit shall be made available for examination by the Council. Records shall be 

kept of operator inspections, including those for visible emissions. 

 

9.2  Staff at all levels shall receive the necessary training and instruction to enable them to 

comply with the conditions of this permit. Records shall be kept of relevant training 

undertaken. 

 
10.0 General Requirements 
 
10.1 The best available techniques shall be used to prevent or, where that is not practicable, 

reduce emissions from the installation in relation to any aspect of the operation of the 

installation which is not regulated by any other condition of this permit. 

 

10.2 If the operator proposes to make a change in operation of the installation, he must, at 

least 14 days before making the change, notify the regulator in writing. The notification 

must contain a description of the proposed change in operation. It is not necessary to 

make such a notification if an application to vary this permit has been made and the 

application contains a description of the proposed change. In this condition „change in 

operation‟ means a change in the nature or functioning, or an extension, of the 

installation, which may have consequences for the environment. 

 

10.3 In relation to this permit, any reference to the Council shall mean City of Wolverhampton 

Council. In addition any information shall be sent to: - 

 
City of Wolverhampton Council 
Commercial Regulation (Environmental Protection) 
Resident Services  
Civic Centre 
St Peters Square 
Wolverhampton 
WV1 1RP  
 

 
 
Dated this 12th day of December 2024 
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(Signed)   
Chris Melia, Senior Environmental Health Officer 
Commercial Regulation (Environmental Protection) 
Resident Services. 
(the Officer appointed for this purpose) 

  



 

 

Appendix 1 Site Location  
 

  



 

 

Appendix 2 Site Layout  
 
 
 

  



 

 

 
 

NOTES 
General Notes 
 
(These notes do not comprise part of the permit, but contain relevant guidance.  Although 
they have regard to the Pollution Prevention and Control Act 1999, Environmental 
Permitting (England & Wales) Regulations 2016, SI 1154 and the Department for 
Environment, Food and Rural Affairs’ Guidance:-  ‘Environmental Permitting, General 
Guidance Manual on Policy and Procedures for A2 and B installations’, they do not purport 
to be an authoritative statement or interpretation of the legislation). 
 
 
Commercial Confidentiality / National Security 
 
Chapter 8 of the General Guidance Manual contains advice on what constitutes 
commercially confidential information.  The operator must request the exclusion of 
commercially confidential information from the public register at the time of application.  
The operator should provide clear justification for each item of information for which a 
request is made.  Regulation 47 of the Environmental Permitting Regulations allows for 
information to be kept from public registers for reasons of national security.  For this to 
happen, the Secretary of State must determine that placing the information on the register 
would be against the national interest.  An operator who believes any information meets 
this test may apply to the Secretary of State.  (See Regulation 51 of Environmental 
Permitting (England & Wales) Regulations 2016, SI 1154, and Chapters 8 and 29 of the 
General Guidance Manual). 
 
 
Appeals 
 
The operator has the right of appeal against the conditions attached to a permit and any 
variations made by a variation notice, the procedure for appeals being given in the 
attached note on appeals.  However, it is suggested that in the first instance contact be 
made with the appropriate officer of Wolverhampton City Council prior to making an 
appeal, as such contact could possibly resolve any disagreement or misunderstanding. 
 
 
Permit Transfer 
 
If the operator of the installation or mobile plant wishes to transfer the permit to another 
person, then a joint application to the Council must be made by the operator and the 
proposed transferee in accordance with Regulation 21(1).  (See Regulation 21 of 
Environmental Permitting (England & Wales) Regulations 2016, SI 1154, and Chapter 25 
of the General Guidance Manual). 
 
Permit Surrender 
 
If the operator proposes to surrender the permit, then an application must be made in 
accordance with Regulation 25.  (See Regulation 25 of Environmental Permitting (England 
& Wales) Regulations 2016, SI 1154 and Chapter 19 of the General Guidance Manual). 



 

 

Duties Which May Lie Outside the Scope of the Permit 
 
Permits are issued in accordance with Regulation 13(1) of Environmental Permitting 
(England & Wales) Regulations 2016, SI 1154. 
 
The permit does not authorise a contravention of any other enactment or any order made, 
granted, or issued under any other enactment, nor does it authorise a contravention of any 
rule of law or breach of any agreement.  
 
 
Further Information 
 
Additional guidance to the regulations can be found in the Department for Environment, 
Food and Rural Affairs’ general guidance manual issued for LA-IPPC and LAPPC, 
available at: 
 
http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance 
 
The Secretary of State’s Process Guidance Notes can be found on the same web page as 
the guidance manual and by scrolling down to the relevant section. 
 
 
Interpretation 
 
“Consistent compliance”- in determining consistent compliance the factors considered 
include: 
 

a) the variability of monitoring results, for example, results which range from 5 – 19 
mg/m3 , against an emission limit of 20 mg/m3 might not qualify for a reduction in 
monitoring. 

b) the margin between the results and the emission limit, for example, results which 
range from 18 - 20 mg/m3 when the limit is 20 mg/m3 might not qualify for a 
reduction in monitoring. 

 
Such a relaxation shall be considered sooner if the monitoring is supported by continuous 
indicative monitoring which shows consistent compliance. 
In considering whether to allow a reduced monitoring frequency, account will also be taken 
of whether the installation has been subject to significant change in operation in the 
preceding two or more years which might affect the emission being monitored. 
 

Right to Appeal Environmental Permit Conditions 

 
Operators of LA-IPPC and LA-PPC installations may appeal to the Secretary of State 
under Environmental Permitting (England & Wales) Regulations 2016, regulation 31 
against certain decisions made by the local authority. Schedule 6 of the Regulations sets 
out the detailed procedures. 
 
If the operator disagrees with the conditions imposed by the authority as a result of a 
permit application the operator may appeal. A notice of appeal must be received by the 
Planning Inspectorate not later than 6 months from the date of the decision or deemed 
decision. 
 

http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance


 

 

Compliance/ Enforcement 
 
You will be liable for prosecution if you fail to comply with the conditions of this permit. If 
found guilty, the maximum penalty for each offence if prosecuted in a Magistrates Court is 
£50,000 and/or 6 months imprisonment. In a Crown Court it is an unlimited fine and/or 5 
years imprisonment. 
 
Our enforcement of your permit will be in accordance with the Regulators’ Compliance 
Code. 
 
How to appeal 

 

There are no charges for appealing and there is no statutory requirement to submit an 
appeal form. However, an appeal form has been prepared and is available for use at 
http://www.planning-inspectorate.gov.uk/pins/environment/environment/index.htm. For an 
appeal to be valid, appellants (the person/operator making the appeal) are legally required 
to provide all of the following (see the Environmental Permitting Regulations, Schedule 6, 
paragraph 2(2)): 
 

• written notice of the appeal 

• a statement of the grounds of appeal 

• a statement indicating whether the appellant wishes the appeal to be dealt with by 
written representations procedure or at a hearing - a hearing must be held if either 
the appellant or local authority requests this, or an appointed person or the 
Secretary of State decides to hold one 

(Appellants must copy the above three items to the local authority when the appeal is 
made) 

• a copy of any relevant application 

• a copy of any relevant permit 

• a copy of any relevant correspondence between the appellant and the regulator 

• a copy of any decision or notice, which is the subject matter of the appeal. 
 
Appellants should state whether any of the information enclosed with the appeal has been 
the subject of a successful application for commercial confidentiality under the 
Environmental Permitting Regulations, regulation 49 and provide relevant details. Unless 
such information is provided all documents submitted will be open to inspection. 
 
Where to send your appeal documents 

Appeals should be despatched on the day they are dated, and addressed to: 
 
Environmental Appeals Team 
Room 4/04 Kite Wing 
Temple Quay House 
2 The Square 
Temple Quay 
Bristol 
BS1 6PN  
 
Tel: 0117 372 8726     Fax: 0117 372 8139    Email: enquiries@pins.gsi.gov.uk 
 



 

 

On receipt of an appeal and during the appeal process both main parties will be informed 
by the Inspectorate about the next steps, which will explain the procedures and 
submission timetable for representations. 
 
To withdraw an appeal – which may be done at any time - the appellant must notify the 
Planning Inspectorate in writing and copy the notification to the local authority who must in 
turn notify anyone who has expressed an interest in the appeal. 
 

Appeals do not stop the conditions coming into effect 

 


