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Variation Notice 
 
 

Pollution Prevention and Control Act 1999 
 

Environmental Permitting (England and Wales) Regulations 

2016 (As amended) SI 1154 Regulation 20 

 
To: Ingospec Aluminium Ltd, Anchor Works, Anchor Road, Coseley, Wolverhampton 
WV14 9NA. 

 
 
Wolverhampton City Council ("the Council"), in exercise of the powers conferred on it by 
regulation 20 of the Environmental Permitting (England and Wales) Regulations 2016 (As 
amended) ("the Regulations") hereby gives you notice as follows. 
 
 
1. The Council has decided to vary the conditions of the permit reference B/2.2/105 

granted under regulation 13(1) of the Environmental Permitting (England and Wales) 
Regulations 2016 (As amended) in respect of the operation of the permitted activity 
at Ingospec Aluminium Ltd, Anchor Works, Anchor Road, Coseley, 
Wolverhampton WV14 9NA. 

 
 
2. The variations to the permit and the date on which they shall take effect are specified 

in Schedule 1 to this notice. A consolidated permit as varied by this notice and by 
variation notice reference B/2.2/105TRANSFER/KR/2017 is set out in Schedule 2 to 
this notice. 

 
Dated this 29th day of February 2024 
 
 

(Signed)   
Senior Environmental Health Officer 
Public Health (Environmental Protection) 
(the Officer appointed for this purpose) 



 

 

Schedule 1  
 

 
The variations to the permit 

 
A status log heading and status log table shall be inserted before the Permitted Activity Description, which shall 
read as follows; 
 

Status Log  

Date  Activity  Reference Number  

31/03/2005  Permit issued  B/2.2/105 

  

06/11/2017 Permit Varied by 

variation notice 

B/2.2/105TRANSFER/KR/

2017 

29/02/2024 Permit Varied by 

variation notice 

B/2.2/105/V1 

 
A “Description of the Permitted Activity” heading shall replace the heading “Description of the Installation” and a 
varied description of the permitted activity shall be inserted after the heading and read as follows;  
 

Description of the Permitted Activity 
 
The permitted activity produces aluminium ingots from baled commercial scrap, lithographic plates, 
clean foundry returns, primary aluminium ingots and aluminium reclaimed from alloy wheels and irony 
aluminium scrap via a sloping hearth furnace, the operation of which is included in this permitted 
activity. 
 
The sloping hearth furnace is a free-standing dual fuel fired unit located in the foundry building. The 
furnace is currently powered by oil, but is capable of being converted to a gas fired unit. It is provided 
with extraction hoods and associated local exhaust ventilation above the front charging door and rear 
of the furnace, extracted emissions are ducted to the foundry extraction system.   
 
Metal melting takes place in two 1500kg coreless electric induction furnaces, referred to as F1 & F2. A 
measured amount of raw material is loaded into furnace F1 or F2 via a charge hopper and vibratory 
loader. The furnace extraction hood fitted with local exhaust ventilation is swung into position over the 
furnace once loading is complete and remains in position for the duration of the melt cycle. Captured 
emissions are ducted to the foundry extraction system. The melt may be manually fluxed and dross is 
removed and placed into a dedicated dross station for each furnace. The dross stations are provided 
with a canopy & local exhaust ventilation which is ducted to the foundry extraction system. Furnaces 
F1 and F2 are used alternately, not simultaneously. 
 
Molten aluminium is transferred from F1 & F2 by a launder into a gas fired holding furnace where it 
may be treated with a surface flux. The holding furnace is also provided with an extraction hood and 
local exhaust ventilation which is also ducted to the foundry extraction system. The molten aluminium 
is then poured into moulds on the track of a casting machine to form ingots. The ingots are water 
quenched on the casting track and then removed and stacked on pallets. 
 
 



 

 

Emissions collected by the hoods and local extract ventilation provided to furnaces F1 & F2, the two 
associated dross stations, the holding furnace and the sloping hearth furnace are ducted via the main 
foundry extraction system to a spark arrestor and onto a bag filtration unit. The bag filtration unit is 
provided with a lime injection system which may be used when determined necessary. A T&B 
Electrical BM6 indicative particulate matter emissions monitor measures the concentration of 
particulate matter present in the gasses exhausted from the bag filtration unit. The indicative monitor 
is provided with a visual display & an associated alarm is triggered when excessive emission 
concentrations of particulate matter are detected. Residual pollutants are discharged to the external 
atmosphere via a chimney stack located externally to the foundry building. The chimney stack 
terminates at a height of 13.5m above ground level. 
 
Steam generated by the water quench provided to the casting track is captured via an extraction hood 
and ducted to a separate chimney stack which discharges directly through the roof of the foundry 
building to the external atmosphere. This chimney stack terminates 2m above the building roof height. 
 
When sufficiently cool, the dross is tipped from the dross bins into a dedicated skip to await removal 
from the permitted activity site. Waste from the bag filtration unit and spark arrestor is collected in 
bags, sealed and stored in a dedicated area of the external yard whilst awaiting removal from site for 
disposal. All other waste generated by the permitted activity is stored in a general waste material skip 
prior to being removed from site for disposal.  
 
Table of emission sources 

Emission source Abatement 
provided 

Emission location  

The main stack 
exhausting the bag 
filtration unit serving the 
two electric induction 
furnaces (F1 & F2), 
holding furnace, sloping 
hearth furnace the two 
dross stations and the 
spark arrestor. 

Bag filter unit External via free standing chimney stack 
13.5m in height. 

The stack exhausting 
steam arising from the 
water quench to the 
casting track 

None External via a dedicated stack 
discharging through the roof of the 
foundry building. Terminating 2m above 
the roof height of the foundry building. 

 
End of permitted activity description 

 
 
The Heading “Conditions” shall be replaced by the heading “Permit Conditions” 
 
The following conditions shall be deleted from permit B/2.2/105 
 

1. The heading “1.1 Emission Limits” shall be deleted 

2. The Heading “2 “Monitoring Procedures, Recording & Notifications” shall be deleted 



 

 

3. Condition 2.2; Non-continuous emission monitoring for particulate matter, dioxins and 
fluorides from furnace melting operations including fluxing, shall be carried out at least once 
every year in accordance with the appropriate British Standard. 

 
4. Condition 2.9; Where there is consistent compliance with emission limits during monitoring, 

then an increased interval between future monitoring exercises shall be considered by the 
Local Authority and the operator notified in writing. 
 

5. The Heading “3 Breakdowns/ Abnormal Emissions” shall be deleted 
 

6. Condition 5.1; Stack heights shall be calculated using HMIP Technical Guidance Note D1 
(D1) or an alternative dispersion model agreed with the Council. The emission limit in this 
permit shall be used as the basis for stack height calculation. The stack height so obtained 
must be adjusted to take into account local meteorological data, local topography, nearby 
emissions and the influence of plant structure. It is necessary that the assessment also takes 
into account the relevant air quality standards that apply for the emitted pollutants. 

 
7. Condition 5.5; The operator may choose to meet tighter emission limits in order to reduce the 

required stack height.  
 

8. The heading “6 Maintenance” shall be deleted 
 

9. The heading “7 Training” shall be deleted 
 

10. The heading “8 General” shall be deleted 
 

 
11. Appendix 1; “Summary of documentation to be kept by the operator & notification 

requirements:” shall be deleted from permit B/2.2/105. 
 
The following conditions are new conditions to be inserted into permit B/2.2/105; 
 

12. The heading “1.0 The Permitted Activity” shall be inserted after the general heading “Permit 
Conditions” 

 
13.  Condition 1.1; The permitted activity shall be comprised of the activities and associated 

activities specified in Table 1.1 
 

Table 1.1 

Activity listed in Schedule 1 of 

EP Regulations or Associated 

Activity 

Description of specified activity 

Directly Associated Activity – 
Handling and storage of raw 
materials 

Handling of all raw materials including receipt 
through to sending material via a designated 
process route. 

Section 2.2, Part B(a) Melting 
of non-ferrous alloys 

Melting of aluminium alloys in plant with a capacity 
of 20 tonnes or less per day 



 

 

Section 2.2, Part B(e) the 
separation and recovery of 
aluminium from mixed scrap 
by differential melting 

Heating of irony-aluminium scrap metal to melt & 
recover the aluminium for use in the Part B(a) 
permitted activity carried out on site 

The forming of aluminium 
ingots 

Casting aluminium to form ingots using a water 
quenched casting track 

Directly Associated Activity - 
Handling of waste materials 

Handling of all residues and waste materials prior 
to removal from the site of the permitted activity. 

 

14. Condition 1.2; The activities permitted under the provisions of condition 1.1 shall not extend 
beyond the site, being the area shown outlined in red on the Site Plan in Appendix 1 to this 
permit. 
 

15.  Condition 1.5; All aluminium melted in furnaces F1 & F2 at the permitted activity site shall be 
clean and free from excessive contaminants. 

 
16.  Condition 1.6; No products of combustion shall be in direct contact with the molten metal, with 

the exception of the operation of the sloping hearth furnace. 
 

17.  Condition 1.7; Hexachloroethane shall not be used for any purpose in the permitted activity. 
 

18.  The Heading; 2.0 “Emission Limits and Controls” 
 

19.  Condition 2.2; The reference conditions for emission monitoring results shall be corrected to 
reference conditions 273.15K, 101.3kPa, without correction for water vapour content, unless 
stated otherwise by this permit. 

 
20. Condition 2.5; Emissions from main chimney stack exhausting the bag filtration plant which 

serves the furnaces, dross stations and spark arrestor shall in normal operation be free from 
visible smoke and in any case shall not exceed the equivalent of Ringelmann Shade 1 as 
described in British Standard BS 2742: 2009, or subsequent revisions. 

 
21.  Condition 2.7; Records of visual observations undertaken in accordance with Table 2.1 of this 

permit, together with wind direction and strength shall be made and maintained in accordance 
with Condition 7.1 of this permit. 

 
22.  Condition 2.9; The use of odour masking agents or counteractants shall not be permitted. 

 
23. The heading “3.0 Monitoring, Recording and Notification. 

 
24. Condition 3.1; Non-continuous emission monitoring of particulate matter shall be carried out 

according to the main procedural requirements of BS ISO 9096:2017, or subsequent revisions. 
 

25. Condition 3.5; No monitoring result shall exceed the emission concentration limits specified in 
Table 2.1 of this permit. 

 
26. Condition 3.9; Where there are operational problems that, in the opinion of the Council, may be 

attributable to the permitted activity, including complaints of odour or where odour from the 



 

 

permitted activity is detected beyond the site boundary of the permitted activity, the operator 
shall investigate to determine which part of the permitted activity is responsible. 

 
27. Condition 3.10; Whilst operational problems are ongoing, a visual and olfactory check shall be 

made at least once per day, by the operator, when the permitted activity is being operated. The 
time, location and result of these checks, along with weather conditions, including the indicative 
wind direction and strength, shall be recorded. The records shall be made available to an 
authorised officer of the Council on request. The requirements of this condition shall be in 
addition to the visual assessment requirements in Table 2.1 of this permit. 

 
28. Condition 3.13; Emission concentrations shall be indicated as zero when the plant which the 

continuous monitors serve is not operating and there is no flow through the exhaust stack. 
 

29. Condition 3.14; All alarms provided to the continuous monitor shall be set to activate at 75% of 
the emission limit value required by Table 2.1 of this permit. 

 
30. Condition 3.15; All new continuous monitoring equipment shall be designed for less than 5% 

downtime over any 3-month period. 
 

31. Condition 3.17; The operator shall ensure that the main exhaust stack serving the permitted 
activity is provided with sampling points designed to comply with current British or equivalent 
standards to demonstrate compliance with the emission limit values for all pollutants listed in 
Table 2.1 of this permit. 

 
32. Condition 4.1; All furnaces shall be provided with temperature controls and the temperature of 

the melt shall be controlled to minimise emissions of fume. 
 

33. Condition 4.4; The furnace door to the sloping hearth furnace shall be kept closed except when       
loading is taking place and the extraction hoods and associated local extraction ventilation shall 
be operational at all times that the sloping hearth furnace is being used. 

 
34. Condition 4.6; All dry powders delivered in sealed bags shall be inspected for damage on 

receipt and remedial action taken where necessary to address any damage or spillage of the 
contents. All bagged goods shall be stored in a secure, dry area inside the foundry building. 

 
35. Condition 4.11; All buildings associated with the permitted activity shall be cleaned and 

maintained so as to minimise fugitive emissions to atmosphere via the structure of the building. 
 

36. Condition 4.12; External surfaces of the permitted activity building, ancillary plant and open 
yards and storage areas shall be inspected at least annually and cleaned if necessary to 
prevent the accumulation of dusty material. Particular attention shall be paid to roofs, guttering, 
roadways, external storage areas and yards. Cleaning operations shall be carried out by 
methods which minimise emissions of particulate matter to air. 

 
37.  Condition 5.1; The main chimney stack exhausting the bag filtration unit shall terminate at 

13.5m above ground level. 
 

38. Condition 5.2; The chimney stack exhausting steam from quenching the casting line shall 
terminate a minimum of 2 meters above the height of the building roof. 



 

 

 
39. Condition 5.4; Dry exhaust gases discharged through a stack or vent shall achieve an exit 

velocity greater than 15 m/sec during normal operating conditions to achieve adequate 
dispersion. 

 
40. The heading “6.0 Process Management” 

 
41. Condition 6.3; The permitted activity shall be supervised by suitably trained staff who are fully 

conversant with the requirements of this Permit. An up-to-date copy of the permit shall be on 
prominent display at the site of the permitted activity. 

 
42. Condition 6.7; Written cleaning schedules shall be provided to the Council with respect to 

pollution control equipment, local exhaust ventilation, chimneys and flues. A record of cleaning 
provided to plant and equipment shall be made and kept in accordance with condition 7.1 of this 
permit. 

 
43. Condition 6.8; An appropriate Environmental Management System (EMS) shall be provided for this 

permitted activity and shall be made available on the request of an authorised officer of the 
Council. 

 
44. The heading “7.0 Records and General Conditions” 

 
 

 
The following conditions are varied conditions to be retained in permit B/2.2/105; 
 
 

45. Condition 8.3 shall be renumbered 1.3 and shall be varied to read as follows;  
If the operator proposes to make a change in operation of the permitted activity, the operator 
must, at least 28 days before making the change, notify the Council in writing. The notification 
must contain a description of the proposed change in operation. It is not necessary to make 
such a notification if an application to vary this permit has been made and the application 
contains a description of the proposed change. In this condition “change in operation” means a 
change in the nature or functioning, or an extension, of the permitted activity, which may have 
consequences for the environment 
 

46. Condition 8.5 shall be renumbered 1.4 and shall be varied to read as follows;  
The Best Available Techniques (BAT) shall be used to prevent or, where that is not practicable, 
reduce emissions to a minimum from the permitted activity in relation to any aspect of the 
operation of the permitted activity which is not regulated by any other condition of this permit 
 

47. Condition 1.3 shall be renumbered 2.1 and shall be varied to read as follows;  
The emission concentration limits of substances listed in Table 2.1 shall not be exceeded and 
shall be monitored in accordance with the requirements of Table 2.1. 
 
 
 
 



 

 

Table 2.1 

Pollutant (and source) 
Emission 

Concentration Limit 
Type of 

monitoring 
Frequency of 

Monitoring  

Particulate matter from 
the main stack 

exhausting the bag filter 
unit (which serves the 

furnaces, dross stations 
and spark arrestor) 

20 mg/m3 

Continuous 
indicative and; 

 
Manual 

extractive test 

Continuous 
indicative and; 

  
Annually 

Dioxins from the main 
stack exhausting the 

bag filter unit 
1ng/m3 Manual 

extractive test 

 
Annually 

Flouride (expressed as 
hydrogen fluoride) from 

the main stack 
exhausting the bag filter 

unit, during fluxing. 

5mg/m3 
Manual 

extractive test 

 
 

Annually 

Chloride (expressed as 
hydrogen chloride) from 

the main stack 
exhausting the bag filter 

unit, during fluxing. 

5mg/m3 
Manual 

extractive test 

 
 

Annually 

All emissions to air 
except emissions from 

condensed water vapour 
and nodularisation 

Free from persistent 
visible emissions 

Visual 
Assessments 

 
 

At least daily 

Total particulate matter 
from nodularisation 
processes (adding 

magnesium/magnesium 
alloys to the melt) 

Visible emissions 
shall not cross the 

site boundary 

Visual 
Assessments 

 
 

At least daily 

 
 

48. Condition 1.1 shall be renumbered 2.3 and shall be varied to read as follows;  
All emissions to air from any part of the permitted activity, including fugitive emissions from the 
permitted activity building, shall be free from droplets and from persistent visible emissions, 
other than condensed water vapour 
 

49. Condition 1.2 shall be renumbered 2.4 and shall be varied to read as follows;  
There shall be no offensive odour detected over the boundary of the permitted activity site by 
an authorised officer of the Council. Where odour is detected over the boundary of the 



 

 

permitted activity site the requirements of conditions 3.10 & 3.11 of this permit shall be 
complied with. 
 

50. Conditions 4.8 & 4.9 shall be renumbered 2.6 and shall be varied to read as follows;  
            The number of furnace start-ups and shut-downs shall be kept to a minimum and all reasonably 

practicable steps shall be taken to minimise the duration and visibility of emissions during start-
up and shut down, changes of fuel or combustion load.  
 

51. Condition 2.5 shall be renumbered 2.8 and shall be varied to read as follows;  
The introduction of dilution air to achieve emission concentrations limits shall not be permitted. 
 

52. Conditions 2.3 & 2.4 shall be renumbered 3.2 and shall be varied to read as follows;             
Non-continuous manual extractive sampling shall meet the following requirements; 

i. The sampling period shall be sufficient to enable a minimum of 3 
sampling results to be obtained from the main exhaust stack for each 
pollutant listed in table 2.1 of this permit. 

ii. The manual extractive emissions data shall be obtained over a 
minimum period of 2 hours in total for each pollutant. The sampling 
periods shall exclude start-up and shut-down. 

 
53. Condition 2.1 shall be renumbered 3.3 & 3.4 and shall be varied to read as follows;  

3.3: The operator shall notify the Council at least 7 days before any periodic non-continuous 
monitoring exercise begins to determine compliance with emission limit values. The operator 
shall state the provisional time and date of monitoring, pollutants to be tested and the methods 
to be used.  

          3.4: The results of non-continuous emission monitoring shall be forwarded to the Council within        
                 8 weeks of the completion of the monitoring exercise.  

 
54. Condition 2.10 shall be renumbered 3.6 and shall be varied to read as follows;  

          Adverse results from any emission monitoring activity (Visual assessments, continuous and 
non-continuous) shall be investigated by the operator as soon as the monitoring data has been 
obtained/received. The operator shall: 

 

• notify the Council 

• identify the cause and take corrective action, 

• record as much detail as possible regarding the cause and extent of the, problem, and the 
action taken by the operator to rectify the situation, 

• re-test to demonstrate compliance as soon as possible.  
 

55. Condition 3.1 shall be renumbered 3.7 and shall be varied to read as follows;  

           In the case of abnormal activity, malfunction or breakdown likely to result in abnormal                      

           emissions the operator shall:  

i. Notify the Council immediately 

ii. undertake a visual assessment and if abnormal emissions are observed 

iii. investigate and undertake remedial action immediately 



 

 

iv. adjust the activity to minimise those emissions  

v. promptly record the result of the visual assessment, the events and the actions taken  

 
56. Condition 3.2 shall be renumbered 3.8 and shall be varied to read as follows;  

           The Council shall be informed without delay: 

• if there is an emission that is likely to have an effect on the local community; or 
• in the event of the failure of key arrestment plant, including the bag filtration plant or spark 

arrestor.  
 

57. Condition 2.7 shall be renumbered 3.11 and shall be varied to read as follows;  

   Emissions from the bag filtration unit shall be continuously indicatively monitored    

        for emission concentrations of particulate matter, the continuous indicative monitor  

        shall be; 

i. provided with, audible & visual alarms located appropriately to warn the operator of the 
abatement plant failure, 

ii. displayed at a location where appropriately trained staff can readily view it 
iii. provided with a system which automatically records alarm events 
iv. accredited at 95% reliability when assessed over any 12-month period 
v. have a system in place to warn of instrument malfunction or failure.  

 
58. Condition 2.8 shall be renumbered 3.12 and shall be varied to read as follows;  

All continuous monitors shall be operated and maintained in accordance with the 
manufacturers' instructions. Continuous monitors shall be serviced and then calibrated based 
on the results obtained from non-continuous annual emission monitoring required by Table 2.1 
of this permit. A record of the maintenance, service and calibration undertaken shall be made 
by the operator in accordance with permit condition 7.1 of this permit. 
 

59. Condition 5.4 shall be renumbered 3.16 and shall be varied to read as follows; 
A visual inspection of the spark arrestor, lime injection apparatus and bag filtration unit shall be 
made at least once per day to ensure correct functioning of the equipment. The result of each 
inspection shall be recorded in accordance with the requirements of permit condition 7.1 of this 
permit. 
 

60. Condition 2.6 shall be renumbered 3.18 and shall be varied to read as follows;  
A record shall be kept of all visual assessment, continuous and non-continuous monitoring, 
check or inspection where required by any condition of this permit. The record shall include the 
time and date, the result, and the name of the person undertaking the inspection or 
assessment. Records shall be made and kept in accordance with the requirements of condition 
7.1 of this permit. 
 

61. The heading “4. Materials Handling and Process Control” shall be varied to read “4.0 Materials 
Handling and Process Control” 
 

62. Condition 4.1 shall be renumbered 4.2 and shall be varied to read as follows; 
           The use of fluxes shall be reduced to a minimum, consistent with good operating practice. All     
           necessary measures shall be taken to prevent, or where that is not reasonably practicable,  



 

 

           minimise emissions produced during the introduction of fluxes to the melt / product. 
 

63. Conditions 4.2 & 4.3 shall be renumbered 4.3 and shall be varied to read as follows; 
The extraction hoods and associated local extraction ventilation to furnaces F1 & F2   and the 
holding furnace shall be operational and positioned above the furnaces during melting and 
fluxing and shall only be removed when charging and casting are ongoing. 
 

64. Condition 4.4 shall be renumbered 4.5 and shall be varied to read as follows; 
Waste dust from the spark arrestor and bag filtration unit shall be collected in bags and 
removed at sufficient frequency to enable the plant to operate effectively. Waste collection 
bags shall be sealed when removed from the spark arrestor and bag filtration unit and stored in 
a dedicated waste materials skip / area of the external yard to await collection and removal 
from the permitted activity site for onward controlled disposal. 
 

65. Condition 4.5 shall be renumbered 4.7 and shall be varied to read as follows; 
All spillages of solid material occurring externally to the permitted activity buildings shall be 
removed promptly. Routine cleaning and spillage removal shall be carried out in such a manner 
as to prevent dry and potentially dusty materials becoming airborne. Dry sweeping or handling 
shall not be carried out in circumstances where it may result in the generation of dust externally 
to the buildings. Any material collected from spillages and routine cleaning shall be deposited 
into bags or containers and sealed prior to, and during, transfer to the waste skip. 
 

66. Condition 4.6 shall be renumbered 4.8 and shall be varied to read as follows; 
All residues or wastes arising from the permitted activity, including those produced by the bag 
filter and spark arrestor, and other dusty wastes shall be transported and handled by methods 
which minimise emissions to air. 
 

67. Condition 4.7 shall be renumbered 4.9 and shall be varied to read as follows; 
Dross removed from the melt shall be placed in the dross station located under an extraction 
hood. When cool, the dross shall be deposited in the dedicated dross skip in such a manner 
that the drop height is minimised in order to reduce any fugitive emissions. 
 

68. Condition 4.10 shall remain numbered 4.10 and shall be varied to read as follows; 
A high standard of housekeeping shall be maintained at all times. 
 

69. The heading “5. Stacks Vents and Process Exhausts” shall be varied to read; “5.0 Stacks 
Vents and Process Exhausts” 
 

70. Condition 5.2 shall be renumbered 5.3 and shall be varied to read as follows;  
           Stacks shall not be fitted with any restriction at the final opening such as a plate, cap or cowl  
           which may impede the emission and hinder dispersion. A cone may be fitted where required to  
           increase the efflux velocity and achieve greater dispersion. The discharge shall be vertically  
           upwards. 
 

71. Condition 5.3 shall be renumbered 5.5 and shall be varied to read as follows;  
Chimney stacks, flues and ductwork shall be maintained leak free and cleaned to prevent 
accumulation of materials, as part of the routine maintenance programme required by condition 
6.6 of this permit. A record of all maintenance and cleaning shall be recorded in accordance 
with permit condition 7.1 of this permit. 



 

 

 
72. Condition 6.1 shall remain numbered 6.1 and shall be varied to read as follows;  

Spares and consumables, particularly those items subject to continual wear, for plant and 
machinery whose failure or abnormal operation could have an impact on emissions to the 
environment, shall be held on site, or shall be available at short notice from guaranteed local 
suppliers or original equipment manufacturers, so that breakdowns can be rectified rapidly. 
 

73. Condition 4.11 shall be renumbered 6.2 and shall be varied to read as follows;  
The operator shall produce a list of key arrestment plant and written procedures to implement 
should the key arrestment plant fail in order to minimise any emissions to air. The information 
required by this condition shall be recorded and maintained in accordance with condition 7.1 of 
this permit. 
 

74. Condition 7.1 shall be renumbered 6.4 and shall be varied to read as follows;  
The operator shall maintain a statement of training for each operational post whose actions 
may have an impact on the environment and keep a record of the training received by each 
person. These documents shall be made and kept in accordance with the requirements of 
condition 7.1 of this permit. 
 

75. Condition 7.2 shall be renumbered 6.5 and shall be varied to read as follows;  

  Training of all staff with responsibility for operating the permitted activity shall include: 

- awareness of their responsibilities under the Permit; in particular how to deal with; conditions 
likely to give rise to emissions, such as in the event of spillage, 

- responsibilities regarding the cleaning and maintenance of plant and equipment 
- the recording of information and making that information available to the regulator 
- minimising emissions on start-up and shut-down, 

action to minimise emissions during abnormal conditions. 
 

76. Condition 8.1 shall be renumbered 6.6 and shall be varied to read as follows;  
A written maintenance programme shall be provided to the Council with respect to pollution 
control equipment, local extract ventilation, chimneys and flues. A record of such maintenance 
shall be made and kept in accordance with condition 7.1 of this permit. 
 

77. Condition 8.4 shall be renumbered 7.1 and shall be varied to read as follows;  
           The Operator shall ensure that all records required to be made by this Permit shall: 

(a) be made available for inspection by an authorised officer of the Council at any 
reasonable time; 

(b) be supplied without charge; 
(c) be legible; 
(d) be made as soon as reasonably practicable following the action or incident to which the 

record relates; 
(e) indicate any amendments which have been made and shall include the    

   original record wherever possible; and  
(f) be retained on the site of the permitted activity, or other location agreed by     
           the Council in writing, for a minimum period of 6 years from the date when the records     
           were made. 
 
 



 

 

78. Condition 8.2 shall be renumbered 7.2 and shall be varied to read as follows;  
           In relation to this permit, any reference to the Council shall mean the City of Wolverhampton 

Council. In addition, any information required by the Council may be posted to: - 

City of Wolverhampton Council 
Public Protection (Environmental Protection) 
Civic Centre 
St Peters Square 
Wolverhampton 
WV1 1DA  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 

 

79. Appendix 2 shall be renumbered Appendix 1 and shall appear as follows; 
 

 
Appendix 1 

Maps & Plans  

Location map  

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
Site Pan 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

Permitted activity boundary.  

Site location 
 
Wolverhampton CC boundary 
 
Plan 2: 
 



 

 

 
Dated this 29th day of February 2024 
 
 

(Signed)   
Senior Environmental Health Officer 
Public Health (Environmental Protection) 
(the Officer appointed for this  purpose)



 

 

80. The guidance notes for operators located at the end of the 
permit and which form no part of the legally enforceable permit 
document are amended to read as follows;  

Guidance for operators receiving a Variation Notice 
(This guidance does not form part of the Variation Notice, but it is for the guidance of those 
served with the notice. Further guidance can be found in the Environmental Permitting General 
Guidance Manual at: 
http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance/ ) 
 
Dealing with a Variation Notice 

This notice varies the terms of the permit specified in the Notice by amending or deleting certain 
existing conditions and/or adding new conditions. The Schedules attached to the notice explain 
which conditions have been amended, added or deleted and the dates on which these have 
effect. The Council may have included a ‘consolidated permit’, which takes into account these 
and previous variations.  Where a consolidated permit is not included this variation notice must 
be read in conjunction with your permit document.  
 
Offences 

Failure to comply with a Variation Notice is an offence under regulation 38(1) (b) of the 2010 
Regulations. A person guilty of an offence under this regulation could be liable to (i) an unlimited 
fine or imprisonment for a term not exceeding 6 months or both; or (ii) to an unlimited fine or 
imprisonment for a term not exceeding 5 years or both, depending on whether the matter is 
dealt with in the Magistrates Court or Crown Court. 
 
Appeals 

Under regulation 31 and Schedule 6 of the 2016 Regulations operators have the right of appeal 
against the conditions attached to their permit by a variation notice. The right to appeal does not 
apply in circumstances where the notice implements a direction of the Secretary of State / 
Welsh Ministers given under regulations 62 or 63 or a direction or when determining an appeal. 
Appeals against a Variation Notice do not have the effect of suspending the operation of the 
Notice. Appeals do not have the effect of suspending permit conditions, or any of the mentioned 
notices.  Notice of appeal against a Variation Notice must be given within two months of the 
date of the variation notification, which is the subject matter of the appeal. The Secretary of 
State/Welsh Ministers may in a particular case allow notice of appeal to be given after the expiry 
of this period, but would only do so in the most compelling circumstances. 
 
How to appeal 

There are no forms or charges for appealing. However, for an appeal to be valid, appellants (the 
person/operator making the appeal) are legally required to provide (see paragraphs 2(1) and (2) 
of Schedule 6 of the 2016 Regulations): 
 

• the appropriate authority written notice of the appeal  

• a statement of the grounds of appeal; 

• a copy of any relevant application; 

• a copy of any relevant environmental permit; 

• a copy of any relevant correspondence between the appellant and the regulator; 

• a copy of any decision or notice which is the subject matter of the appeal; and 

• a statement indicating whether the appellant wishes the appeal to be in the form of a 
hearing or dealt with by way of written representations. 

http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance/


 

 

 
Appellants should state whether any of the information enclosed with the appeal has been the 
subject of a successful application for exclusion due to national security provisions under the 
provisions of Regulation 47 or confidentiality under the provisions of Regulation 48 of the 2016 
Regulations, and provide relevant details – see below. 
Unless such information is provided all documents submitted will be open to inspection. 
Where to send your appeal documents 

Appeals should be despatched on the day they are dated, and addressed to: 

The Planning Inspectorate  
Environment Team, Major and Specialist Casework  
Room 4/04 Kite Wing 
Temple Quay House  
2 The Square 
Temple Quay 
Bristol BS1 6PN  
Tel: 0117 372 8726 

 
If an appeal is made, the main parties will be kept informed about the next steps, and will also 
normally be provided with additional copies of each other's representations. To withdraw an 
appeal – which may be done at any time - the appellant must notify the Planning Inspectorate in  
writing and copy the notification to the local authority who must in turn notify anyone with an 
interest in the appeal. 
 
Costs 

The operator and local authority will normally be expected to pay their own expenses during an 
appeal.  Where a hearing or inquiry is held as part of the appeal process, by virtue of paragraph 
5(6) of Schedule 6, either the appellant or the authority can apply for costs.  Applications for 
costs are normally heard towards the end of the proceedings and will only be allowed if the 
party claiming them can show that the other side behaved unreasonably and put them to 
unnecessary expense. There is no provision for costs to be awarded where appeals are dealt 
with by written representation. 
 
Confidentiality  

An operator may request certain information to remain confidential, i.e. not be placed on the 
public register. The operator must request the exclusion from the public register of confidential 
information at the time of supply of the information requested by this notice or any other notice. 
The operator should provide clear justification for each item wishing to be kept from the register. 
The onus is on the operator to provide a clear justification for each item to be kept from the 
register. It will not simply be sufficient to say that the process is a trade secret.  
The test of whether information is confidential for the purposes of being withheld from the public 
register is complex and is explained, together with the procedures, in chapter 8 of the General 
Guidance Manual. 
 
National security 

Information may be excluded from the public register on the grounds of National Security. If it is 
considered that the inclusion of information on a public register is contrary to the interests of 
national security, the operator may apply to the Secretary of State/Welsh Ministers, specifying 
the information and indicating the apparent nature of risk to national security. The operator must 
inform the local authority of such an application, who will not include the information 
on the public register until the Secretary of State / Welsh Ministers has decided the matter. 



 

 

 
 

 

 

 

 

Schedule 2 

Consolidated environmental permit (reference B/2.2/105/V1) as varied by this notice 
and all previous permit variations:  
 
 

Environmental Permit 
PERMIT TO OPERATE AN INSTALLATION: 
 
Pollution Prevention and Control Act 1999 
 
Environmental Permitting (England and Wales) Regulations 2016 (As amended), SI 
1154  
 
Permit ref. no:  
 
B/2.2/105/V1 
 
Name and address of operator (A) permitted to operate the installation: 
 
Ingospec Aluminium Ltd, Anchor Works, Anchor Road, Coseley, United Kingdom, 
WV14 9NA 
 
Address of permitted installation (B):  
 
Ingospec Aluminium Ltd, Anchor Works, Anchor Road, Coseley, United Kingdom, 
WV14 9NA 
 
Conditions:  
The operator (A) is permitted to operate the activities listed in Part 2 of Schedule 1, 
Chapter 2, Section 2.2 Part B (a) and (e) of to the Environmental Permitting Regulations 
2016 (As amended) SI 1154, at the installation (B) subject to the attached conditions.  
 
The boundary of the permitted activity site is shown outlined in red on the site plan in 
Appendix 1 to this permit. 
 
 



 

 

Dated this 29th day of February 2024 
 

(Signed*)  
Senior Environmental Health Officer  
Public Health (Environmental Protection) 
(the Officer appointed for this purpose) 

 
Status Log 

Date  Activity  Reference Number  

31/03/2005  Permit issued  B/2.2/105 

  

06/11/2017 Permit Varied by 

variation notice 

B/2.2/105TRANSFER/KR/

2017 

29/02/2024 Permit Varied by 

variation notice 

B/2.2/105/V1 

 
 
Description of the Permitted Activity 
 
The permitted activity produces aluminium ingots from baled commercial scrap, 
lithographic plates, clean foundry returns, primary aluminium ingots and aluminium 
reclaimed from alloy wheels and irony aluminium scrap via a sloping hearth furnace, the 
operation of which is included in this permitted activity. 
 
The sloping hearth furnace is a free-standing dual fuel fired unit located in the foundry 
building. The furnace is currently powered by oil, but is capable of being converted to a 
gas fired unit. It is provided with extraction hoods and associated local exhaust 
ventilation above the front charging door and rear of the furnace, extracted emissions 
are ducted to the foundry extraction system.   
 
Metal melting takes place in two 1500kg coreless electric induction furnaces, referred to 
as F1 & F2. A measured amount of raw material is loaded into furnace F1 or F2 via a 
charge hopper and vibratory loader. The furnace extraction hood fitted with local 
exhaust ventilation is swung into position over the furnace once loading is complete and 
remains in position for the duration of the melt cycle. Captured emissions are ducted to 
the foundry extraction system. The melt may be manually fluxed and dross is removed 
and placed into a dedicated dross station for each furnace. The dross stations are 
provided with a canopy & local exhaust ventilation which is ducted to the foundry 
extraction system. Furnaces F1 and F2 are used alternately, not simultaneously. 
 
Molten aluminium is transferred from F1 & F2 by a launder into a gas fired holding 
furnace where it may be treated with a surface flux. The holding furnace is also provided 
with an extraction hood and local exhaust ventilation which is also ducted to the foundry 
extraction system. The molten aluminium is then poured into moulds on the track of a 



 

 

casting machine to form ingots. The ingots are water quenched on the casting track and 
then removed and stacked on pallets. 
 
Emissions collected by the hoods and local extract ventilation provided to furnaces F1 & 
F2, the two associated dross stations, the holding furnace and the sloping hearth 
furnace are ducted via the main foundry extraction system to a spark arrestor and onto 
a bag filtration unit. The bag filtration unit is provided with a lime injection system which 
may be used when determined necessary. A T&B Electrical BM6 indicative particulate 
matter emissions monitor measures the concentration of particulate matter present in 
the gasses exhausted from the bag filtration unit. The indicative monitor is provided with 
a visual display & an associated alarm is triggered when excessive emission 
concentrations of particulate matter are detected. Residual pollutants are discharged to 
the external atmosphere via a chimney stack located externally to the foundry building. 
The chimney stack terminates at a height of 13.5m above ground level. 
 
Steam generated by the water quench provided to the casting track is captured via an 
extraction hood and ducted to a separate chimney stack which discharges directly 
through the roof of the foundry building to the external atmosphere. This chimney stack 
terminates 2m above the building roof height. 
 
When sufficiently cool, the dross is tipped from the dross bins into a dedicated skip to 
await removal from the permitted activity site. Waste from the bag filtration unit and 
spark arrestor is collected in bags, sealed and stored in a dedicated area of the external 
yard whilst awaiting removal from site for disposal. All other waste generated by the 
permitted activity is stored in a general waste material skip prior to being removed from 
site for disposal.  
 
Table of emission sources 

Emission source Abatement 
provided 

Emission location  

The main stack 
exhausting the bag 
filtration unit serving the 
two electric induction 
furnaces (F1 & F2), 
holding furnace, sloping 
hearth furnace the two 
dross stations and the 
spark arrestor. 

Bag filter unit External via free standing chimney stack 
13.5m in height. 

The stack exhausting 
steam arising from the 
water quench to the 
casting track 

None External via a dedicated stack 
discharging through the roof of the 
foundry building. Terminating 2m above 
the roof height of the foundry building. 

 
End of permitted activity description. 

 



 

 

Permit Conditions 
 
1.0 The Permitted Activity  

 
1.1 The permitted activity shall be comprised of the activities and associated 

activities specified in Table 1.1 

 

 

 

Table 1.1 

Activity listed in Schedule 1 of 

EP Regulations or Associated 

Activity 

Description of specified activity 

Directly Associated Activity – 
Handling and storage of raw 
materials 

Handling of all raw materials including receipt 
through to sending material via a designated 
process route. 

Section 2.2, Part B(a) Melting 
of non-ferrous alloys 

Melting of aluminium alloys in plant with a capacity 
of 20 tonnes or less per day 

Section 2.2, Part B(e) the 
separation and recovery of 
aluminium from mixed scrap 
by differential melting 

Heating of irony-aluminium scrap metal to melt & 
recover the aluminium for use in the Part B(a) 
permitted activity carried out on site 

The forming of aluminium 
ingots 

Casting aluminium to form ingots using a water 
quenched casting track 

Directly Associated Activity - 
Handling of waste materials 

Handling of all residues and waste materials prior 
to removal from the site of the permitted activity. 

 

 

1.2 The activities permitted under the provisions of condition 1.1 shall not extend 
beyond the site, being the area shown outlined in red on the Site Plan in 
Appendix 1 to this permit.  
 

1.3 If the operator proposes to make a change in operation of the permitted activity, 
the operator must, at least 28 days before making the change, notify the Council 
in writing. The notification must contain a description of the proposed change in 
operation. It is not necessary to make such a notification if an application to vary 
this permit has been made and the application contains a description of the 
proposed change. In this condition “change in operation” means a change in the 
nature or functioning, or an extension, of the permitted activity, which may have 
consequences for the environment.  

 
1.4 The Best Available Techniques (BAT) shall be used to prevent or, where that is 

not practicable, reduce emissions to a minimum from the permitted activity in 



 

 

relation to any aspect of the operation of the permitted activity which is not 
regulated by any other condition of this permit.  

 
1.5 All aluminium melted in furnaces F1 & F2 at the permitted activity site shall be 

clean and free from excessive contaminants.  
 
1.6 No products of combustion shall be in direct contact with the molten metal, with 

the exception of the operation of the sloping hearth furnace.  
 
1.7 Hexachloroethane shall not be used for any purpose in the permitted activity.  

 
2.0 Emission Limits and Controls  
 
2.1 The emission concentration limits of substances listed in Table 2.1 shall not be 

exceeded and shall be monitored in accordance with the requirements of Table 
2.1.  

 

Table 2.1 

Pollutant (and source) 
Emission 

Concentration Limit 
Type of 

monitoring 
Frequency of 

Monitoring  

Particulate matter from 
the main stack 

exhausting the bag filter 
unit (which serves the 

furnaces, dross stations 
and spark arrestor) 

20 mg/m3 

Continuous 
indicative and; 

 
Manual 

extractive test 

Continuous 
indicative and; 

  
Annually 

Dioxins from the main 
stack exhausting the 

bag filter unit 
1ng/m3 Manual 

extractive test 

 
Annually 

Flouride (expressed as 
hydrogen fluoride) from 

the main stack 
exhausting the bag filter 

unit, during fluxing. 

5mg/m3 
Manual 

extractive test 

 
 

Annually 

Chloride (expressed as 
hydrogen chloride) from 

the main stack 
exhausting the bag filter 

unit, during fluxing. 

5mg/m3 
Manual 

extractive test 

 
 

Annually 



 

 

All emissions to air 
except emissions from 

condensed water vapour 
and nodularisation 

Free from persistent 
visible emissions 

Visual 
Assessments 

 
 

At least daily 

Total particulate matter 
from nodularisation 
processes (adding 

magnesium/magnesium 
alloys to the melt) 

Visible emissions 
shall not cross the 

site boundary 

Visual 
Assessments 

 
 

At least daily 

2.2 The reference conditions for emission monitoring results shall be corrected to 
reference conditions 273.15K, 101.3kPa, without correction for water vapour 
content, unless stated otherwise by this permit.  

 
2.3 All emissions to air from any part of the permitted activity, including fugitive 

emissions from the permitted activity building, shall be free from droplets and 
from persistent visible emissions, other than condensed water vapour.  
 

2.4 There shall be no offensive odour detected over the boundary of the permitted     
      activity site by an authorised officer of the Council. Where odour is detected over the  
      boundary of the permitted activity site the requirements of conditions 3.10 & 3.11 of  
      this permit shall be complied with.  

 

2.4 Emissions from main chimney stack exhausting the bag filtration plant which serves 
the furnaces, dross stations and spark arrestor shall in normal operation be free from 
visible smoke and in any case shall not exceed the equivalent of Ringelmann Shade 
1 as described in British Standard BS 2742: 2009, or subsequent revisions.  

 
2.5 The number of furnace start-ups and shut-downs shall be kept to a minimum and all 

reasonably practicable steps shall be taken to minimise the duration and visibility of 
emissions during start-up and shut down, changes of fuel or combustion load.  

 
2.6  Records of visual observations undertaken in accordance with Table 2.1 of this 

permit, together with wind direction and strength shall be made and maintained in 
accordance with Condition 7.1 of this permit.  

 
2.7  The introduction of dilution air to achieve emission concentrations limits shall not be 

permitted.  
 
2.8  The use of odour masking agents or counteractants shall not be permitted. 

 

 

 



 

 

3.0  Monitoring, Recording and Notifications  

3.1 Non-continuous emission monitoring of particulate matter shall be carried out 
according to the main procedural requirements of BS ISO 9096:2017, or 
subsequent revisions.  

3.2 Non-continuous manual extractive sampling shall meet the following 
requirements; 

iii. The sampling period shall be sufficient to enable a 
minimum of 3 sampling results to be obtained from the 
main exhaust stack for each pollutant listed in table 2.1 
of this permit. 

iv. The manual extractive emissions data shall be obtained 
over a minimum period of 2 hours in total for each 
pollutant. The sampling periods shall exclude start-up 
and shut-down. 

 
3.3 The operator shall notify the Council at least 7 days before any periodic non-

continuous monitoring exercise begins to determine compliance with emission 
limit values. The operator shall state the provisional time and date of monitoring, 
pollutants to be tested and the methods to be used.  

 
3.4 The results of non-continuous emission monitoring shall be forwarded to the 

Council within 8 weeks of the completion of the monitoring exercise.  
 
3.5 No monitoring result shall exceed the emission concentration limits specified in 

Table 2.1 of this permit.  
 
3.6 Adverse results from any emission monitoring activity (Visual assessments, 

continuous and non-continuous) shall be investigated by the operator as soon as 
the monitoring data has been obtained/received. The operator shall: 

 

• notify the Council 

• identify the cause and take corrective action, 

• record as much detail as possible regarding the cause and extent of the, 
problem, and the action taken by the operator to rectify the situation, 

• re-test to demonstrate compliance as soon as possible.  
 

 

3.7.    In the case of abnormal activity, malfunction or breakdown likely to result in        
abnormal                  emissions the operator shall:  

vi. Notify the Council immediately 
vii. undertake a visual assessment and if abnormal emissions are observed 
viii. investigate and undertake remedial action immediately 
ix. adjust the activity to minimise those emissions  



 

 

x. promptly record the result of the visual assessment, the events and the 
actions taken  

 
3.8  The Council shall be informed without delay: 

• if there is an emission that is likely to have an effect on the local community; 
or 

• in the event of the failure of key arrestment plant, including the bag filtration 
plant or spark arrestor.  

 
3.9 Where there are operational problems that, in the opinion of the Council, may be 

attributable to the permitted activity, including complaints of odour or where odour 
from the permitted activity is detected beyond the site boundary of the permitted 
activity, the operator shall investigate to determine which part of the permitted 
activity is responsible.  

 
3.10 Whilst operational problems are ongoing, a visual and olfactory check shall be 

made at least once per day, by the operator, when the permitted activity is being 
operated. The time, location and result of these checks, along with weather 
conditions, including the indicative wind direction and strength, shall be recorded. 
The records shall be made available to an authorised officer of the Council on 
request. The requirements of this condition shall be in addition to the visual 
assessment requirements in Table 2.1 of this permit.  

3.11 Emissions from the bag filtration unit shall be continuously indicatively monitored 
for emission concentrations of particulate matter, the continuous indicative monitor 
shall be; 

vi. provided with, audible & visual alarms located appropriately to warn the 
operator of the abatement plant failure, 

vii. displayed at a location where appropriately trained staff can readily view it 
viii. provided with a system which automatically records alarm events 
ix. accredited at 95% reliability when assessed over any 12-month period 
x. have a system in place to warn of instrument malfunction or failure.  

3.12 All continuous monitors shall be operated and maintained in accordance with the 
manufacturers' instructions. Continuous monitors shall be serviced and then 
calibrated based on the results obtained from non-continuous annual emission 
monitoring required by Table 2.1 of this permit. A record of the maintenance, 
service and calibration undertaken shall be made by the operator in accordance 
with permit condition 7.1 of this permit.  

3.13 Emission concentrations shall be indicated as zero when the plant which the 
continuous monitors serve is not operating and there is no flow through the 
exhaust stack.  

3.14 All alarms provided to the continuous monitor shall be set to activate at 75% of 
the emission limit value required by Table 2.1 of this permit.  



 

 

3.15 All new continuous monitoring equipment shall be designed for less than 5% 
downtime over any 3-month period.  

3.16  A visual inspection of the spark arrestor, lime injection apparatus and bag 
filtration unit shall be made at least once per day to ensure correct functioning of 
the equipment. The result of each inspection shall be recorded in accordance 
with the requirements of permit condition 7.1 of this permit.  

3.17 The operator shall ensure that the main exhaust stack serving the permitted 
activity is provided with sampling points designed to comply with current British 
or equivalent standards to demonstrate compliance with the emission limit values 
for all pollutants listed in Table 2.1 of this permit.  

3.18 A record shall be kept of all visual assessment, continuous and non-continuous 
monitoring, check or inspection where required by any condition of this permit. 
The record shall include the time and date, the result, and the name of the 
person undertaking the inspection or assessment. Records shall be made and 
kept in accordance with the requirements of condition 7.1 of this permit.  

 
4.0     Materials Handling and Process Control  
 
4.1 All furnaces shall be provided with temperature controls and the temperature of 

the melt shall be controlled to minimise emissions of fume.  

4.2 The use of fluxes shall be reduced to a minimum, consistent with good operating 
practice. All necessary measures shall be taken to prevent, or where that is not 
reasonably practicable, minimise emissions produced during the introduction of 
fluxes to the melt / product.  

4.3     The extraction hoods and associated local extraction ventilation to furnaces F1 &       
 F2 and the holding furnace shall be operational and positioned above the                                                     
furnaces during melting and fluxing and shall only be removed when charging and 
casting are ongoing.  

 
4.4        The furnace door to the sloping hearth furnace shall be kept closed except when       

loading is taking place and the extraction hoods and associated local extraction 
ventilation shall be operational at all times that the sloping hearth furnace is being 
used.  
 

4.5     Waste dust from the spark arrestor and bag filtration unit shall be collected in 
bags and removed at sufficient frequency to enable the plant to operate effectively. 
Waste collection bags shall be sealed when removed from the spark arrestor and 
bag filtration unit and stored in a dedicated waste materials skip / area of the 
external yard to await collection and removal from the permitted activity site for 
onward controlled disposal.  

 



 

 

4.6      All dry powders delivered in sealed bags shall be inspected for damage on 
receipt and remedial action taken where necessary to address any damage or 
spillage of the contents. All bagged goods shall be stored in a secure, dry area 
inside the foundry building.  

 

4.7     All spillages of solid material occurring externally to the permitted activity buildings 
shall be removed promptly. Routine cleaning and spillage removal shall be carried 
out in such a manner as to prevent dry and potentially dusty materials becoming 
airborne. Dry sweeping or handling shall not be carried out in circumstances where it 
may result in the generation of dust externally to the buildings. Any material 
collected from spillages and routine cleaning shall be deposited into bags or 
containers and sealed prior to, and during, transfer to the waste skip.  

4.8 All residues or wastes arising from the permitted activity, including those produced 
by the bag filter and spark arrestor, and other dusty wastes shall be transported 
and handled by methods which minimise emissions to air.  

4.9 Dross removed from the melt shall be placed in the dross station located under an 
extraction hood. When cool, the dross shall be deposited in the dedicated dross 
skip in such a manner that the drop height is minimised in order to reduce any 
fugitive emissions.  

4.10 A high standard of housekeeping shall be maintained at all times.  

4.11 All buildings associated with the permitted activity shall be cleaned and maintained 
so as to minimise fugitive emissions to atmosphere via the structure of the 
building.  

4.12 External surfaces of the permitted activity building, ancillary plant and open yards 
and storage areas shall be inspected at least annually and cleaned if necessary to 
prevent the accumulation of dusty material. Particular attention shall be paid to 
roofs, guttering, roadways, external storage areas and yards. Cleaning operations 
shall be carried out by methods which minimise emissions of particulate matter to 
air.  

5.0 Stacks Vents and Process Exhausts  

5.1 The main chimney stack exhausting the bag filtration unit shall terminate at 13.5m 
above ground level.  

5.2 The chimney stack exhausting steam from quenching the casting line shall 
terminate a minimum of 2 meters above the height of the building roof.  

5.3 Stacks shall not be fitted with any restriction at the final opening such as a plate, 
cap or cowl which may impede the emission and hinder dispersion. A cone may be 
fitted where required to increase the efflux velocity and achieve greater dispersion. 
The discharge shall be vertically upwards.  

5.4 Dry exhaust gases discharged through a stack or vent shall achieve an exit 
velocity greater than 15 m/sec during normal operating conditions to achieve 
adequate dispersion. 



 

 

5.5 Chimney stacks, flues and ductwork shall be maintained leak free and cleaned to 
prevent accumulation of materials, as part of the routine maintenance programme 
required by condition 6.6 of this permit. A record of all maintenance and cleaning 
shall be recorded in accordance with permit condition 7.1 of this permit. 

 

6.0 Process Management 

6.1    Spares and consumables, particularly those items subject to continual wear, for    
   plant and machinery whose failure or abnormal operation could have an impact on   
   emissions to the environment, shall be held on site, or shall be available at short  
   notice from guaranteed local suppliers or original equipment manufacturers, so  
   that breakdowns can be rectified rapidly.  

6.2 The operator shall produce a list of key arrestment plant and written procedures to 
implement should the key arrestment plant fail in order to minimise any emissions 
to air. The information required by this condition shall be recorded and maintained 
in accordance with condition 7.1 of this permit.  

6.3 The permitted activity shall be supervised by suitably trained staff who are fully 
conversant with the requirements of this Permit. An up-to-date copy of the permit 
shall be on prominent display at the site of the permitted activity.  

6.4 The operator shall maintain a statement of training for each operational post 
whose actions may have an impact on the environment and keep a record of the 
training received by each person. These documents shall be made and kept in 
accordance with the requirements of condition 7.1 of this permit.  

6.5 Training of all staff with responsibility for operating the permitted activity shall 
include: 

- awareness of their responsibilities under the Permit; in particular how to deal 
with; conditions likely to give rise to emissions, such as in the event of spillage, 

- responsibilities regarding the cleaning and maintenance of plant and equipment 
- the recording of information and making that information available to the 

regulator 
- minimising emissions on start-up and shut-down, 
- action to minimise emissions during abnormal conditions.  

 
6.6 A written maintenance programme shall be provided to the Council with respect to 

pollution control equipment, local extract ventilation, chimneys and flues. A record 
of such maintenance shall be made and kept in accordance with condition 7.1 of 
this permit.  

6.7  Written cleaning schedules shall be provided to the Council with respect to   
pollution control equipment, local extract ventilation, chimneys and flues. A record 
of cleaning provided to plant and equipment shall be made and kept in accordance with 
condition 7.1 of this permit.  
 

6.8  An appropriate Environmental Management System (EMS) shall be provided for   
this permitted activity and shall be made available on the request of an 
authorised officer of the Council. 



 

 

 
 
7.0 Records and General Conditions  
 
7.1  The Operator shall ensure that all records required to be made by this Permit 

shall: 
(a) be made available for inspection by an authorised officer of the Council at 

any reasonable time; 
(b) be supplied without charge; 
(c) be legible; 
(d) be made as soon as reasonably practicable following the action or incident 

to which the record relates; 
(e) indicate any amendments which have been made and shall include the    

   original record wherever possible; and  
(f) be retained on the site of the permitted activity, or other location agreed by     

the Council in writing, for a minimum period of 6 years from the date when 
the records were made.  

 
7.2 In relation to this permit, any reference to the Council shall mean the City of 

Wolverhampton Council. In addition, any information required by the Council may 
be posted to: - 

City of Wolverhampton Council 
Public Protection (Environmental Protection) 
Civic Centre 
St Peters Square 
Wolverhampton 
WV1 1DA  
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Maps & Plans  

Location map  

 

 

 

 

 

 
 
 
 
 
 
 
 
 

 
 
 
 
 

Site plan 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 

Site location 
 
Wolverhampton CC boundary 
 
Plan 2: 
 

 

Permitted activity boundary.  



 

 

 
Dated this 29th day of February 2024 
 

(Signed*)  
Senior Environmental Health Officer  
Public Health (Environmental Protection) 
(the Officer appointed for this purpose) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

Guidance for operators receiving a Variation Notice 
 
(This guidance does not form part of the Variation Notice, but it is for the guidance of those 
served with the notice. Further guidance can be found in the Environmental Permitting General 
Guidance Manual at: 
http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance/ ) 
 
Dealing with a Variation Notice 

This notice varies the terms of the permit specified in the Notice by amending or deleting certain 
existing conditions and/or adding new conditions. The Schedules attached to the notice explain 
which conditions have been amended, added or deleted and the dates on which these have 
effect.  
The Council may have included a ‘consolidated permit’, which takes into account these and 
previous variations. Where a consolidated permit is not included this variation notice must be 
read in conjunction with your permit document.  
 
Offences 

Failure to comply with a Variation Notice is an offence under regulation 38(1) (b) of the 2010 
Regulations. A person guilty of an offence under this regulation could be liable to (i) an unlimited 
fine or imprisonment for a term not exceeding 6 months or both; or (ii) to an unlimited fine or 
imprisonment for a term not exceeding 5 years or both, depending on whether the matter is 
dealt with in the Magistrates Court or Crown Court. 
 
Appeals 

Under regulation 31 and Schedule 6 of the 2016 Regulations operators have the right of appeal 
against the conditions attached to their permit by a variation notice. The right to appeal does not 
apply in circumstances where the notice implements a direction of the Secretary of State / 
Welsh Ministers given under regulations 62 or 63 or a direction or when determining an appeal. 
Appeals against a Variation Notice do not have the effect of suspending the operation of the 
Notice. Appeals do not have the effect of suspending permit conditions, or any of the mentioned 
notices.   
Notice of appeal against a Variation Notice must be given within two months of the date of the 
variation notification, which is the subject matter of the appeal. The Secretary of State/Welsh 
Ministers may in a particular case allow notice of appeal to be given after the expiry of this 
period, but would only do so in the most compelling circumstances. 
 
How to appeal 

There are no forms or charges for appealing. However, for an appeal to be valid, appellants (the 
person/operator making the appeal) are legally required to provide (see paragraphs 2(1) and (2) 
of Schedule 6 of the 2016 Regulations): 
 

• the appropriate authority written notice of the appeal  

• a statement of the grounds of appeal; 

• a copy of any relevant application; 

• a copy of any relevant environmental permit; 

• a copy of any relevant correspondence between the appellant and the regulator; 

• a copy of any decision or notice which is the subject matter of the appeal; and 

• a statement indicating whether the appellant wishes the appeal to be in the form of a 
hearing or dealt with by way of written representations. 

http://www.defra.gov.uk/environment/quality/industrial/las-regulations/guidance/


 

 

 
Appellants should state whether any of the information enclosed with the appeal has been the 
subject of a successful application for exclusion due to national security provisions under the 
provisions of Regulation 47 or confidentiality under the provisions of Regulation 48 of the 2016 
Regulations, and provide relevant details – see below. 
Unless such information is provided all documents submitted will be open to inspection. 
Where to send your appeal documents 

Appeals should be despatched on the day they are dated, and addressed to: 
 
The Planning Inspectorate  
Environment Team, Major and Specialist Casework  
Room 4/04 Kite Wing 
Temple Quay House  
2 The Square 
Temple Quay 
Bristol BS1 6PN  
Tel: 0117 372 8726 

 
If an appeal is made, the main parties will be kept informed about the next steps, and will also 
normally be provided with additional copies of each other's representations. 
To withdraw an appeal – which may be done at any time - the appellant must notify the 
Planning Inspectorate in writing and copy the notification to the local authority who must in turn 
notify anyone with an interest in the appeal. 
 
Costs 

The operator and local authority will normally be expected to pay their own expenses during an 
appeal.  Where a hearing or inquiry is held as part of the appeal process, by virtue of paragraph 
5(6) of Schedule 6, either the appellant or the authority can apply for costs.  Applications for 
costs are normally heard towards the end of the proceedings and will only be allowed if the 
party claiming them can show that the other side behaved unreasonably and put them to 
unnecessary expense. There is no provision for costs to be awarded where appeals are dealt 
with by written representation. 
 
Confidentiality  

An operator may request certain information to remain confidential, i.e. not be placed on the 
public register. The operator must request the exclusion from the public register of confidential 
information at the time of supply of the information requested by this notice or any other notice. 
The operator should provide clear justification for each item wishing to be kept from the register. 
The onus is on the operator to provide a clear justification for each item to be kept from the 
register. It will not simply be sufficient to say that the process is a trade secret. The test of 
whether information is confidential for the purposes of being withheld from the public register is 
complex and is explained, together with the procedures, in chapter 8 of the General Guidance 
Manual. 
 
National security 

Information may be excluded from the public register on the grounds of National Security. If it is 
considered that the inclusion of information on a public register is contrary to the interests of 
national security, the operator may apply to the Secretary of State/Welsh Ministers, specifying 
the information and indicating the apparent nature of risk to national security. The operator must 
inform the local authority of such an application, who will not include the information on the 
public register until the Secretary of State / Welsh Ministers has decided the matter. 


