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Environmental Wolverhamptqn

City Council

Permit — i

PERMIT TO OPERATE AN INSTALLATION:

Pollution Prevention and Control Act 1999

Environmental Permitting (England and Wales) Regulations 2010, SI 675

Wolverhampton City Council (“the Council’) has determined the application dated 29th
November 2011 by Sainsbury’s Supermarkets Ltd (“the company”), whose registered
office is at 33 Holborn, London, EC1N 2HT, (company registration number 03261722)
and hereby permit the company to operate an installation carrying out the activities
defined in Chapter 1, Section 1.2 Part B of Part 2 of Schedule 1 to the Environmental
Permitting Regulations 2010 S| 675 at Sainsbury’s Petrol Filling Station, Rookery
Street, Wednesfield, West Midlands, WV11 1PU, located as shown on the Maps and
Plans and in accordance with the description of the installation and conditions set out in
the attached schedule.

Dated this ...24th...day of ...February...2012...

(SIgNEA)..cieiiiceee e
Food and Environmental Safety Service Manager
(the Officer appointed for this purpose)
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Schedule

Description of the Installation

Operator: Sainsbury’s Supermarkets Limited, 33 Holborn, London, EC1N 2HT

Installation: Unloading of petrol into stationary storage tanks and filling of
vehicle petrol tanks at Sainsbury’s Petrol Filling Station, Rookery
Street, Wednesfield, West Midlands WV11 1PU

The unloading and storage of petrol and the filling of road vehicle petrol tanks
comprising of the following tanks and petrol delivery system:

1. An underground tank farm comprising of 3 petrol storage tanks and 2 diesel
storage tank. The tanks are fitted with stage | vapour recovery system which
returns displaced petrol vapours from the filling of storage tanks into the
delivery tanker.

2. Tanker off loading point comprising of 3 offset fill chambers and 1 vapour
recovery chamber.

3. 5 storage tank vent pipes fitted with pressure relief valves a the location of
which is shown on the attached plan.

4. 6 refuelling stations for the filling of road vehicles each comprising of 2 sets of
Global Star petrol pumps fitted with an Elaflex manual open active stage I
vapour recovery system.
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Permit Conditions.

1.

Emission limits, monitoring and other provisions

Stage | controls

1.1

1.2

1.3

1.4

1.5

1.6

1.7

Vapours displaced by the delivery of petrol into storage installations at service
stations shall be returned through a vapour tight connection line to the road
tanker delivering the petrol. Unloading operations may not take place unless the
arrangements are in place and properly functioning, subject to condition 2.5.

Petrol delivery and vapour return lines shall be tested prior to operation and
periodically for vapour containment integrity.

Pressure vacuum relief valves or other similar devices on fixed tank vents shall
be checked for correct functioning, including checking for extraneous matter,
correct seating and the presence of corrosion at least once every three years.

A competent person who has received training in accordance with Section 5 of
PG1/14(06) shall remain near the tanker and keep a constant watch on hoses
and connections during unloading.

The operator shall maintain a log book at the permitted premises incorporating
details of all maintenance, examination and testing, inventory checking,
installation and repair work carried out, along with details of training given to
operating staff at the service station. The log book shall also detail any
suspected vapour leak together with action taken to deal with any leak, in
accordance with conditions 1.6, and 1.7. The operator shall record in the log
book details of all maintenance; examination and testing; installation and repair
work carried out on equipment for recovery of vapours during filling of vehicle
petrol tanks. The operator shall also hold at the premises the certificate referred
to in condition 1.9 and the results of testing undertaken in accordance with
condition 1.11 and 1.12.

All reasonably practicable steps shall be taken to prevent uncontrolled leaks of
vapour from vents, pipes and connectors from occurring. In the event of a
vapour leak the regulator shall be advised without delay of the circumstances of
such a vapour leak if there is likely to be an effect on the local community, and
in all cases such a vapour leak shall be recorded in the log book required under
condition 1.5. The operator shall advise the regulator of the corrective
measures to be taken and the timescales over which they will be implemented.
In this condition a vapour leak means any leak of vapour excepting those which
occur through the vents mentioned in condition 2.5 during potentially hazardous
pressurisation.

Instances of vapour lock shall be recorded in the log book and, under the
circumstances detailed in condition 1.6, be advised to the regulator.
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Stage Il controls

1.8

1.9

Vapours displaced by the filling of petrol into vehicle petrol tanks shall be
recovered through the use of a manual open active vapour recovery system into
the underground storage tank. The filling of vehicle petrol tanks shall not take
place unless such a system is in place and fully functioning.

The vapour recovery system referred to in condition 1.8 shall be certified by the
manufacturer to have a hydrocarbon capture efficiency of not less than 85%.
Equipment used shall be approved for use under the regulatory regimes of at
least one European Union or European Free Trade Association country.

The vapour recovery equipment referred to in Condition 1.8 shall be designed,
installed and tested in accordance with the relevant British, European and
international standards or national methods in place at the time that the
equipment was installed.

The petrol delivery and vapour recovery system shall be tested in accordance
with the manufacturer's specifications prior to commissioning and for:

* Vapour containment integrity once every three years and always following
substantial changes or significant events that lead to the removal or
replacement of any of the components required to ensure the integrity of the
containment system.

+ Effectiveness of the manual open active vapour recovery system once every
year. This shall be undertaken by measuring the ratio of the volume of
vapour recovered to liquid petrol dispensed i.e. vapour/petrol (V/P) ratio.
The V/P ratio shall be at least 95% and, where the vapours are recovered
into the fuel storage tank, not greater than 105% to avoid excessive
pressure build up and consequent release through the pressure relief
valves. The V/P ratio shall be determined by simulating the dispensing of
petrol using measuring equipment approved for use in any European Union
or European Free Trade Association country. The method to be used shall
involve measuring the volume of air recovered with fuel flow simulated at the
dispenser and read electronically using the approved measuring equipment.
This provides the ratio of air recovered to liquid dispensed (air/liquid ratio)
which shall then be corrected to provide the V/P ratio using an appropriate
factor to account for the difference in viscosity between petrol vapour and air
(‘k-factor’).

The operator shall undertake a weekly check to verify functionality of the
system for recovery of vapours during filling of vehicle petrol tanks, including:

i) A test of functionality of the vapour recovery system using appropriate
equipment;

i) An inspection for torn, flattened or kinked hoses and damaged seals on
vapour return lines;
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1.13 Operators shall be notified without delay if the results from any monitoring or

2.

tests mentioned in conditions 1.11, and 1.12 identify adverse results, vapour
recovery equipment failure or leaks if there is likely to be an effect on the local
community. The operator shall advise the regulator of the corrective measures
to be taken and the timescales over which they will be implemented.

Control Techniques

Stage | controls

2.1

2.2

2.3

24

2.5

2.6

2.7

2.8

29

The vapour collection system shall be of a size and design to minimise vapour
emission from the delivery of petrol into storage tanks during maximum petrol
and vapour flow in accordance with conditions 1.1 and 2.2, i.e. when the
maximum permissible number of tank compartments are being simultaneously
discharged.

The number of tanker compartments being discharged simultaneously shall not
exceed 2, excluding the diesel compartment, unless it is included in the vapour
recovery system.

The connection points on the tank filling pipes and vapour return pipe shall be
fitted with secure seals to reduce vapour leaks when not in active use. If
apertures are provided on storage tanks for the use of a dipstick, these shall be
securely sealed when not in active use.

The fittings for delivery and vapour return pipes shall be different to prevent
misconnection.

Petrol vapour shall be vented through vent pipes as marked on drawing
2147/104 rev E provided as part of the application for a part B dated 29"
November 2011. The vent pipes shall be fitted with a pressure vacuum relief
valve to minimise vapour loss during unloading and storage of petrol. The
pressure vacuum relief valve shall be sized and weighted to prevent vapour
loss, except when the storage tanks are subject to potentially hazardous
pressurisation.

When connecting hoses prior to delivery, the vapour return hose shall be
connected before any delivery hose. The vapour return hose shall be
connected by the road tanker end first, and then at the storage tank end.

Adjacent to each vapour return connection point for the storage tank, there shall
be a clearly legible and durable notice instructing "Connect vapour return line
before off-loading" or similar wording. The sign shall also refer to the maximum
number of tanker compartments which may be unloaded simultaneously in
accordance with condition 2.2.

If dip testing of storage tanks or road tanker compartments is performed before
delivery, the dip openings shall be securely sealed prior to the delivery taking
place.

Road tanker compartment dip testing shall not be performed whilst the vapour
hose is connected.



2.10

2.1

212

2.13

2.14
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All road tanker compartment vent and discharge valves shall be closed on
completion of the delivery.

On completion of unloading the vapour hose shall not be disconnected until the
delivery hose has been discharged and disconnected. The delivery hose shall
be disconnected at the road tanker end first. The vapour return hose shall be
disconnected at the storage tank end first.

All connection points shall be securely sealed after delivery.

If the storage tanks or road tanker compartments are dipped after delivery, the
dip openings shall be securely sealed after dip testing.

Manhole entry points to storage tanks shall be kept securely sealed except
when maintenance and testing are being carried out which require entry to the
tank.

Stage Il controls

2.15

Vapour recovery systems for the filling of vehicle petrol tanks shall be designed
to minimise vapour emissions occurring during the filling of vehicle petrol tanks
in accordance with conditions 1.9 to 1.11.

Management

2.16

217

2.18

|«

3.1

Spares and consumables shall be held on site, or shall be available at short
notice from guaranteed suppliers, so that plant breakdowns can be rectified
rapidly.

Effective preventative maintenance shall be employed on all aspects of the
installation including all plant, buildings and the equipment concerned with the
control of emissions to air. Preventative maintenance for all vapour recovery
systems shall be carried out in accordance with the manufacturer’s instructions

The operator shall implement the schedule of preventative maintenance in
accordance with document “Stage 1B Vapour recovery” and document “Stage |l
Vapour Recovery System information booklet” provided as part of the
application for a part B permit dated 29" November 2011.

General

If the operator proposes to make a change in the operation of the installation,
he or she must notify the regulator in writing at least 14 days before making the
change. The notification must contain a description of the proposed change in
operation. It is not necessary to make such a notification if an application to
vary this permit has been made and the application contains a description of the
proposed change. In this condition ‘change in operation’ means a change in the
nature or functioning, or an extension, of the installation, which may have
consequences for the environment.



3.2

3.3
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The best available techniques shall be used to prevent or, where that is not
practicable, reduce emissions from the mobile plant in relation to any aspect of
the operation of the installation which is not regulated by any other condition of
this permit.

In relation to this permit, any reference to the Council shall mean
Wolverhampton City Council. In addition any information shall be sent to:-

Food and Environmental Safety Service
Regeneration

Education and Enterprise
Wolverhampton City Council

Civic Centre

St Peters Square

Wolverhampton

WV1 1DA
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Appendix 1. Maps and plans

Location Plan
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Site Plan
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GENERAL NOTES

These notes do not comprise part of the permit, but contain relevant guidance. Although they have regard to
the Pollution Prevention and Control Act 1999, the Environmental Permitting Regulations 2010, SI 2010 675
and the Department for Environment, Food and Rural Affairs’ Guidance:- ‘Environmental Permitting, General
Guidance Manual on Policy and Procedures for A2 and B installations’, they do not purport to be an
authoritative statement or interpretation of the legislation.

Commercial Confidentiality / National Security

Chapter 8 of the General Guidance Manual contains advice on what constitutes commercially confidential
information. The operator must request the exclusion of commercially confidential information from the public
register at the time of application. The operator should provide clear justification for each item of information
for which a request is made. Regulation 47 of the Environmental Permitting Regulations allows for information
to be kept from public registers for reasons of national security. For this to happen, the Secretary of State
must determine that placing the information on the register would be against the national interest. An operator
who believes any information meets this test may apply to the Secretary of State. (See Regulation 51 of the
Environmental Permitting Regulations 2010, S| 2010 675, and Chapters 8 and 29 of the General Guidance
Manual).

Appeals

The operator has the right of appeal against the conditions attached to a permit and any variations made by a
variation notice, the procedure for appeals being given in the attached note on appeals. However, it is
suggested that in the first instance contact be made with the appropriate officer of Wolverhampton City
Council prior to making an appeal, as such contact could possibly resolve any disagreement or
misunderstanding.

Permit Transfer

If the operator of the installation or mobile plant wishes to transfer the permit to another person, then a joint
application to the Council must be made by the operator and the proposed transferee in accordance with
Regulation 21(1). (See Regulation 21 of the Environmental Permitting Regulations 2010, SI 2010 675, and
Chapter 25 of the General Guidance Manual).

Permit Surrender

If the operator proposes to surrender the permit, then an application must be made in accordance with
Regulation25. (See Regulation 25 of the Environmental Permitting Regulations 2010, SI 2010 675 and
Chapter 19 of the General Guidance Manual).

Duties Which May Lie Outside the Scope of the Permit

Permits are issued in accordance with Regulation 13(1) of the Environmental Permitting Regulations 2010, SI
2010 675.

The permit does not authorise a contravention of any other enactment or any order made, granted, or issued
under any other enactment, nor does it authorise a contravention of any rule of law or breach of any
agreement.

Further Information

Additional guidance to the regulations can be found in the Department for Environment, Food and Rural
Affairs’ general guidance manual issued for LA-IPPC and LAPPC, available at:

http://www.defra.gov.uk/environment/quality/industrial/las-requlations/guidance

The Secretary of State’s Process Guidance Notes can be found on the same web page as the guidance
manual and by scrolling down to the relevant section.

Interpretation
“consistent compliance”- in determining consistent compliance the factors considered include:

a) the variability of monitoring results, for example, results which range from 5 — 19 mg/m?® , against an
emission limit of 20 mg/m?® might not qualify for a reduction in monitoring.

b) the margin between the results and the emission limit, for example, results which range from 18 - 20
mg/m?® when the limit is 20 mg/m?® might not qualify for a reduction in monitoring.

Such a relaxation shall be considered sooner if the monitoring is supported by continuous indicative
monitoring which shows consistent compliance.



In considering whether to allow a reduced monitoring frequency, account will also be taken of whether the
installation has been subject to significant change in operation in the preceding two or more years which might
affect the emission being monitored.]

Appeal against Environmental Permit Conditions

Operators of LA-IPPC and LA-PPC installations may appeal to the Secretary of State under the Environmental
Permitting Regulations 2010, regulation 31 against certain decisions made by the local authority. Schedule 6
of the Regulations sets out the detailed procedures.

If the operator disagrees with the conditions imposed by the authority as a result of a permit application the
operator may appeal. A notice of appeal must be received by the Planning Inspectorate not later than 6
months from the date of the decision or deemed decision.

How to appeal

There are no charges for appealing and there is no statutory requirement to submit an appeal form. However,
an appeal form has been prepared and is available for use at http://www.planning-
inspectorate.gov.uk/pins/environment/environment/index.htm. For an appeal to be valid, appellants (the
person/operator making the appeal) are legally required to provide all of the following (see the Environmental
Permitting Regulations Schedule 6, paragraph 2(2)):

e written notice of the appeal

e a statement of the grounds of appeal

e a statement indicating whether the appellant wishes the appeal to be dealt with by written
representations procedure or at a hearing - a hearing must be held if either the appellant or local
authority requests this, or an appointed person or the Secretary of State decides to hold one

(appellants must copy the above three items to the local authority when the appeal is made)

e acopy of any relevant application

e acopy of any relevant permit

e acopy of any relevant correspondence between the appellant and the regulator

e acopy of any decision or notice, which is the subject matter of the appeal.

Appellants should state whether any of the information enclosed with the appeal has been the subject of a
successful application for commercial confidentiality under the Environmental Permitting Regulations,
regulation 49 and provide relevant details. Unless such information is provided all documents submitted will be
open to inspection.

Where to send your appeal documents
Appeals should be despatched on the day they are dated, and addressed to:

Environmental Appeals Team
Room 4/04 Kite Wing

Temple Quay House

2 The Square

Temple Quay

Bristol

BS1 6PN

Tel: 0117 372 8726 Fax: 0117 372 8139 Email: enquiries@pins.gsi.gov.uk

On receipt of an appeal and during the appeal process both main parties will be informed by the Inspectorate
about the next steps, which will explain the procedures and submission timetable for representations.

To withdraw an appeal — which may be done at any time - the appellant must notify the Planning Inspectorate

in writing and copy the notification to the local authority who must in turn notify anyone who has expressed an
interest in the appeal.

Appeals do not stop the conditions coming into effect.



