CABLE SLOT TO BE KEPT CLEAR
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DETAILS TO BE SUPPLIED AT

SEE TABLE FOR PLANTING DEPTH

PROJECTION ~
AS SPECIFIED

COLUMN & BRACKET PROFILE

. 9 TENDER STAGE
CONCRETE MIX ST4 I .
e < DOOR POSITION
POOR SOIL CONDITIONS REQUIRE al
ST4 CONCRETE MIX INSIDE SHAFT : ‘ ww _w__AMm_mmmm
AND 300 X 300 X 50 mm PRECAST 4 o
CONCRETE SLAB ON 25 mm SAND IALL,,{ a
~E —

(D + 300) mm MAX
PLANTING DEPTH DETAIL

NORMAL HEIGHT

SINGLE ARM LANTERN FIXING

\\mm>0xm._. INCLINE AND

PROJECTION TO BE 5°
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L

T

9 DOOR POSITION
o

% AS DIRECTED
2 BY ENGINEER |

POSITION OF COLUMN | POSITION OF DOOR OPENING BRACKET INCLINE AND SINGLE ARM
Back of footpath Facing road COLUMN & BRACKET PROFILE | LANTERN FIXING PROJECTION TO BE 5
Near kerb edge Facing back of path or facing DETAILS TO BE SUPPLIED AT { AS SPECIFIED =4
away from oncoming traffic TENDER m._.>0_m — —
Tn I
Centre of central Facing at right angles to bracket ouw ouw
reserve COLUMN ROOT DIAMETER D Y5 5
EXISTING OR PROPOSED DOOR vOm_q_ozl/ 2 DOOR vOm_q_oz/ za
SURFACING MATERIAL W — AS DIRECTED 2D AS DIRECTED 1z
i BY ENGINEER | Ll 2= BY ENGINEER | Ll 2
1 .
3° INCLINE (OPTIONAL) . 5 —CONCRETE SURROUND TO . CONCRETE SURROUND TO
T . =M BE CLEAR OF ENTRY CABLE =N BE CLEAR OF ENTRY CABLE
-9 |1k —
SURFACING TO MATCH EXISTING : e 150mm MIN. SURROUND 150mm MIN. SURROUND
OF CONCRETE (CLASS ST4) OF CONCRETE (CLASS ST4)
g g

AS SPECIFIED

—
CONCRETE SURROUND TO
BE CLEAR OF ENTRY CABLE

150mm MIN. SURROUND
OF CONCRETE (CLASS ST4)
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NORMAL HEIGHT

CONCRETE SURROUND TO
BE CLEAR OF ENTRY CABLE

150mm MIN. SURROUND
OF CONCRETE (CLASS ST4)
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LAMP COLUMN MOUNTING DETAIL
AND CABLE TRENCHES

SOIL TYPE [FOR ALL COLUMN PLANTING DEPTHS SEE TABLE BELOW ] NOTES
s GOOD  COMPACT WELL GRADE SAND AND GRAVEL, 1. COLUMN COLOUR AND FINISH TO BE SPECIFIEL
X HARD CLAY, WELL GRADED FINE AND COURSE MOUNTING DETAILS 2. CONCRETE SURROUND SHALL BE CONCRETE
o EXISTING OR PROPOSED SAND. DECOMPOSED GRANITE ROCK AND SOIL. MIX ST4 TO CLAUSE 2602
= GOOD MATERIAL SHOULD BE WELL DRAINED :
3 SURFACING MATERIAL 3. WHERE COLUMNS ARE ERECTED IN VERGES,
v AND IN LOCATIONS WHERE WATER WILL NOT MOUNTING HEIGHT | PLANTING DEPTH | PROJECTION THE CONCRETE FOUNDATION IS TO FINISH AT
STAND. Em om : GROUND LEVEL.
SEE NOTE ON MARKER TAPE AVERAGE COMPACT FINE SAND, MEDIUM CLAY, COMPACT 4. THE REQUIRED PROTECTION OF STEEL
SOIL TYPE—~_1 ol o WELL DRAINED SANDY LOAM, LOOSE COARSE 12m 17m 20m LIGHTING COLUMNS AGAINST CORROSION IS
o " 8 SAND AND GRAVEL. AVERAGE SOILS SHOULD 10m 1.5m 1.0m SPECIFIED IN APPENDIX 19/3.
m>mmmw_wo>,ﬂw/ﬂ_m_w\_wm| ~ DRAIN SUFFICIENTLY WELL THAT WATER DOES 8m 12m 1.0m 5. LANTERN SPIGOT DIAMETER SIZE 42mm.
NOT STAND ON THE SURFACE. 6m 1.0m - 6. ALL DIMENSIONS ARE IN MILLIMETRES.
POOR SOFT CLAY, CLAY LOAM, POORLY COMPACTED o oBm -
400 MIN SAND, CLAYS CONTAINING A LARGE AMOUNT OF :
SILT AND VEGETABLE MATTER, AND MADE TABLE OF MOUNTING HEIGHTS, PLANTING
GROUND. POOR SOILS WILL NORMALLY BE WET DEPTHS, BRACKET PROJECTIONS
AND HAVE POOR DRAINAGE.
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