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TUMBLING BAY TO BE A 45°
OR 55° OBLIQUE JUNCTION
(ACTUAL DETAILS WILL BE
DEPENDANT ON THE TYPE
OF PIPE USED)

IN SITU CONCRETE TYPE TO
BE GEN3 (DESIGNED TO BRE
SPECIAL DIGEST 1
CONCRETE IN AGRESSIVE
GROUND)
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INVERT OF RODDING EYE TO BE
NOT GREATER THAN 1.5m ABOVE
TOP OF BENCHING (UNLESS
SPECIFIC MOVEMENT ACCESS
REQUIREMENTS ARE PROVIDED

STRAIGHT OUTLET PIPE FOR
150mm AND 225mm DIAMETER
ONLY. FOR LARGER DIAMETER
BENDS ARE TO BE BUILT
THROUGH THE MANHOLE WALL

N

MINIMUM DIAMETER

BENCHING

7 —— TO CHANNEL
| CONCRETE BASE

TUMBLING BAY TO BE A 45°
OR 55° OBLIQUE JUNCTION
(ACTUAL DETAILS WILL BE
DEPENDANT ON THE TYPE
OF PIPE USED)

IN SITU CONCRETE TYPE TO BE
GEN3 (DESIGNED TO BRE
SPECIAL DIGEST 1 CONCRETE IN

AGRESSIVE GROUND) 150
TWO 45° BENDS 225mm MINIMUM
DIAMETER (WHERE PIPE
DIAMETER EXCEEDS 300mm A

300mm 90° BEND MAY BE USED

150

INVERT OF RODDING EYE TO BE
NOT GREATER THAN 1.5m ABOVE
TOP OF BENCHING (UNLESS
SPECIFIC MOVEMENT ACCESS
REQUIREMENTS ARE PROVIDED

INSIDE FACE OF MANHOLE
STRAIGHT OUTLET PIPE FOR

150mm AND 225mm DIAMETER
% ONLY. FOR LARGER DIAMETER
\lmmzom ARE TO BE BUILT

THROUGH THE MANHOLE WALL

X BENCHING
4— TO CHANNEL

——1——CONCRETE BASE

Sandwell| —_

Metropolitan Borough Council

Regeneration and Transportation

cc&m<

Metropolitan Borough Council

BACKDROP DETAILS

Oz
pd N =
=
EXTERNAL RAMPED EXTERNAL VERTICAL
BACKDROP BACKDROP
FRAMEWORK CONTRACT FOR HIGHWAY WORKS - MINOR WORKS oonﬁoa DRAWN GW DATE JUL/09
Wol h STANDARD DETAIL .
Walsall Council olver m:,_—u.nO—._ > CHECKED  JBF SCALE 1:50
DQ Council \[rawing Tite: Drawing Number

SD/500/03 01




