AutoCAD File Name : J:\D104-5\D105997 - WCC Term Commision 2004\D250 - Black Country Alliance Standard Details\A\700_02.dwg

SURFACE COURSE

BINDER COURSE—
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PROPOSED NEW KERB 300

ON NEW FOUNDATION 1/

ACCEPTABLE FILL MATERIAL

300

EMBANKMENT GRADIENT AS
STATED IN THE CONTRACT
300

300

COMPACTED AS SPECIFIED

3

QN
ACCEPTABLE FILL MATERIAL COMPACTED
AS SPECIFIED. MINIMUM THICKNESS 300mm

TOPSOIL TO BE REMOVED AND EMBANKMENT
>SS BENCHED AS STANDARD DETAIL SD/600/01

PROPOSED NEW KERB SURFACE COURSE
ON NEW FOUNDATION — BINDER COURSE

BASE

—SUB-BASE E

ACCEPTABLE FILL MATERIAL
COMPACTED AS SPECIFIED
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SURFACE COURSE

BINDER COURSE

BASE
EXISTING CARRIAGEWAY

PUNCTURE CARRIAGEWAY ON A

1m? GRID TO ALLOW FOR DRAINAGE
OF GRANULAR MATERIAL

SUB-BASE

_|O>_»x_>0m<<>< SURFACE TO BE SCARIFIED
WHERE FILLING IS LESS THAN 300mm AND
MAKE UP IS TO BE SUB-BASE TYPE 2

NOTE

1. ALL DIMENSIONS ARE IN MILLIMETRES

FRAMEWORK CONTRACT FOR HIGHWAY WORKS - MINOR WORKS CONTRACT
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