TACTILE PAVING TO
BE RED IN COLOUR

FLASHING BEACON
(DR2 STRAIGHT)

min 2.4m

DESIRABLE

500 - 715mm WIDE OF EQUAL WIDTH. TO

3.0m \_Z._.mm_/\_mo_>._.m STRIPES TO BE BETWEEN

BE AGREED BY THE ENGINEER

0.900mm

EDGE STRIPES TO BE BETWEEN
500 - 1300mm WIDE. TO BE
AGREED BY THE ENGINEER

I
I
I
I

LINE OF ROAD STUDS TO OFFSET
CROSSING BY 100mm. SPACING
TO BE 250 - 715mm C/C TO BE
AGREED WITH ENGINEER

NOTES
1.

LAYOUT AND ROAD MARKINGS TO BE IN ACCORDANCE WITH ZEBRA,
PELICAN AND PUFFIN PEDESTRIAN CROSSINGS REGULATIONS AND
GENERAL DIRECTIONS, 1997, SCHEDULE 1, PART 2 (DIAGRAM).

TACTILE PAVING TO BE 400mm x 400mm OR 450mm x 450mm TO SUIT
INDIVIDUAL SCHEME (SEE STANDARD DETAIL 1100-20 OR 110021 FOR
LAYOUT DETAILS)

GIVE WAY LINE TO BE 3.0m FROM EDGE OF CROSSING (IF ACHIEVABLE)
BUT NOT LESS THAN 1.1m.

ZEBRA CROSSING COLUMNS/POSTS AND LANTERNS/BEACONS TO BE
AGREED WITH ENGINEER.

ZEBRA CROSSING LINING AS FIGURE 15-1 OF THE 'TRAFFIC SIGNS
MANUAL CHAPTER 5 ROAD MARKINGS 2003'.

TACTILE PAVING
TOBE RED IN
COLOUR

1.5m min / ‘

FLASHING BEACON
(DR2 STRAIGHT)
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